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Introduction

A major challenge in chemistry is sustainable access to molecules with specific functions.
Macrocyclic cavitands are complex molecules, often with molecular weights exceeding
1000 Daltons, with important roles in constructing functional supramolecular systems,
such as molecular machines and selective sensing materials. Hemicucurbiturils (HCs) are
a family of macrocyclic cavitands renowned for their anion-binding properties, which are
relevant in chiral recognition,’ environmental science for sensing and removing
pollutants,*> and transmembrane transport.>® HCs are traditionally synthesised in
solution by polycondensation of urea monomers with formaldehyde in a one-pot
reaction via dynamic covalent chemistry (DCC). HC synthesis is controlled by anion
templation, which determines the size of macrocyclic cavitands and thereby establishes
their anion-binding properties. While most HCs comprise one type of repeating
monomer, introducing additional functional monomers into the macrocycle scaffold can
enhance the chemical diversity of these cavitands and therefore their versatility for
supramolecular applications.

Solvent-based synthesis of HCs can be labour-intensive, deliver moderate yields, and
rely on large volumes of mineral acid solution, which poses significant scalability and
environmental challenges. Additionally, assembling a non-uniformly composed
macrocycle in a single step can be extremely difficult due to the vast array of possible
linear and cyclic intermediates. A more sustainable alternative to traditional solution-
based synthesis is mechanochemistry. Its advantages include reduced solvent usage, a
concentrated reaction environment and faster reaction rates, resulting in higher
conversions, yields and time economy. However, only a limited number of macrocyclic
cavitands have been synthesised in the solid state.>™’

Advancing knowledge in this area is vital for developing new sustainable synthetic
methods for macrocyclic cavitands and enabling the discovery of new applications.
Accordingly, this thesis contributes to the solid-state synthesis of HCs.

This doctoral thesis begins with an overview of the HC family of macrocyclic cavitands
and their synthesis strategies. This is followed by a brief overview of mechanochemistry,
highlighting the instrumentation and variable parameters and shedding light to the
advantages and disadvantages of this method.

The primary aim of this research was to investigate new solid-state methods for the
synthesis of D-biotin-containing HCs. In the first publication, a chimeric enantiopure
mono-biotinylated cyclohexanohemicucurbit[8]uril (mixHC[8]) was synthesised via
mechanochemistry and its anion-binding properties were evaluated (Publication I). This
macrocycle comprised two different urea monomers, involving a diverse range of
possible intermediates, making the selective synthesis challenging. Furthermore, as the
macrocycle contained a carboxylic functional group, it was covalently immobilised on 3-
aminopropyl-functionalised silica gel. The resulting functionalised material was used for
the selective capture of perchlorate. A quantitative analytical method was developed to
enable reliable monitoring of the composition of the mechanochemical reaction
mixtures (Publication II).

Scaling up reactions can be difficult in solution-based and mechanochemical synthesis.
Thus, the next part of the thesis focuses on developing a scalable mechanochemical
approach to obtain biotin[6]uril (Publication Ill), which was previously synthesised in
strongly acidic solution (7M HCIl) in moderate 40-60% yields. The goal was to develop a
practical mechanochemical protocol to obtain biotin[6]uril at the decagram scale in high



yield and purity. Optimisation studies in a shaker mill were successfully followed by scale-
up in a planetary mill. The new mechanochemical method produces biotin[6]uril in a high
92% vyield, reduces the process mass intensity (PMI) by nearly 60-fold and reduces the
mineral acid consumption by 190-fold.

Through these results, the thesis emphasises the synthetic potential of
mechanochemistry. The chemical industry is notorious for its waste generation;
however, mechanochemistry is a valuable tool for reducing this waste generation and
overall carbon footprint. In addition to publishing the results in peer-reviewed journals,
the results have been presented at various international conferences in Lithuania,
Estonia, Poland and Germany.
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AE
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APS
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BO
B[6]U
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CDI
cycHC[n]
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design of experiments
diffusion-ordered spectroscopy
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International Union of Pure and Applied Chemistry
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per- and polyfluoroalkyl substances
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trifluoroacetic acid
triphenylmethane
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TSE twin-screw extruder
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é aging
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1 Literature Overview

1.1 Supramolecular chemistry

Supramolecular chemistry, also known as “chemistry beyond the molecule”, studies
molecular recognition and complex assemblies organised through non-covalent
interactions.’® The term “host-guest chemistry” was proposed by D. J. Cram with J. M.
Cram, where the host is the larger molecule (often a macrocycle) from the binding pair
and the guest is a smaller species recognised and enclosed by the host through its binding
sites.® Host-guest chemistry is a part of supramolecular chemistry and its complexes are
typically stabilised by non-covalent interactions, such as hydrogen bonding, electrostatic
interactions, m-1t stacking, hydrophobic effects, and van der Waals forces. Although these
interactions are individually weak, their cumulative contribution can provide substantial
stabilisation of the host-guest complex.

Macrocyclic molecules are among the most widely used host systems, with
applications in molecular recognition and anion binding,?>?? transmembrane anion
transport,® chiral recognition,?* sensing and removal of pollutants.*> Given the range
of applications, supramolecular chemistry, covering the preparation and application of
host molecules, is an interdisciplinary field encompassing organic chemistry, physical
chemistry, coordination chemistry and material and biological science. Macrocyclic host
molecules are commonly constructed from smaller molecular building units and can
subsequently form supramolecular complexes or assemblies with suitable guests. These
macrocyclic structures are often difficult to synthesise using traditional solution-based
synthetic approaches but can be prepared more readily through templated synthesis, in
which a guest molecule or ion acts as a template, exploiting host-guest binding
interactions.

The advantage was first discovered by Charles J. Pedersen, who developed the
potassium-cation-templated synthesis of crown ethers in 1967.2* This work was
expanded by Jean-Marie Lehn, who developed three-dimensional cryptands,?®> and
Donald J. Cram, who contributed to investigating the molecular recognition of these two
cyclic molecules.?® In 1987, Charles J. Pedersen, Jean-Marie Lehn and Donald J. Cram
were jointly awarded the Nobel prize in chemistry “for development and use of
molecules with structure-specific interactions of high-selectivity” (Figure 1A).?” Following
these discoveries, more complex structures were developed. Jean-Pierre Sauvage
succeeded in synthesising catenanes, structures where two ring-shaped molecules are
linked to form a chain.?® Sir J. Fraser Stoddart developed rotaxanes, ring-shaped
molecules which are mechanically attached to an axle and able to move along it.?°
Bernard L. Feringa designed the first light-driven molecular motors, which were
mechanically constructed to spin in the same direction.?° In 2016, Jean-Pierre Sauvage,
Sir J. Fraser Stoddart and Bernard L. Feringa were awarded a joint Nobel prize in
chemistry “for the design and synthesis of molecular machines” (Figure 1B).3! Finally, in
2025, the chemistry Nobel prize was awarded to Susumu Kitagawa, Richard Robson and
Omar M. Yagi “for the development of metal-organic frameworks” (Figure 1C).32 These
metal-organic frameworks (MOFs) are porous functional materials bearing large cavities
which can capture and adsorb smaller molecules, such as water,3* hydrogen,** carbon
dioxide,® other gases3® and even per- and polyfluoroalkyl substances (PFAS).3” The need
for sustainable methods for preparing porous materials has attracted the use of
mechanochemistry for MOF synthesis during the last 20 years.383°

13



Crown ether Cryptand Host-guest
complex (Pedersen) complex (Lehn)  complex (Cram)

Fraser Stoddard’s molecular lift
MOF

c Car‘hon

, Zinc

- Cavity

Yaghi’s MOF-5 with cubic spaces

Figure 1. Highlights of chemistry Nobel prizes in supramolecular chemistry: (A) 1987 Nobel prize,?’
(B) 2016 Nobel prize?! and (C) 2025 Nobel prize.’? Reproduced from respective Nobel prize press
releases and popular science backgrounds; (B) and (C) illustrations: ©Johan Jarnestad/The Royal
Swedish Academy of Sciences.

1.2 Hemicucurbiturils

HCs (HC[n]s)*® are macrocyclic compounds composed of covalently linked urea moieties;
they are a subclass of a larger family of doubly bridged cucurbituril (CB) macrocycles.*
HC[n]s contain an even number of monomeric units, typically 6 to 12, where [n] in the
name denotes the number of monomers connected by methylene bridges. In contrast to
CBs, the monomers in HC[n] are connected through a single methylene bridge, making
them more conformationally flexible and resulting in electron-rich portals and
hydrophobic, electron-deficient cavities. These molecules are synthesised via a
thermodynamically driven, template-assisted acid-catalysed polycondensation reaction
between urea monomers and formaldehyde, during which carbon-nitrogen bonds are
formed.*°

The first unsubstituted HC[n]s, comprising solely of ethylene urea monomers, were
reported by Miyahara and colleagues in 2004 (Figure 2).*? Inspired by this work,
numerous substituted HC[n]s have been synthesised using different types and numbers
of monomers. These include bambus[n]urils (BaU[n]) and their derivatives, such as
semithio- and semiazabambusurils (semithio-BaU[n] and semiaza-BaU[n]), as well as
cyclohexanohemicucurbit[n]urils (cycHC[n]) and biotin[6]urils (B[6]U), which are all
discussed below.

The general approach to synthesising HCs in the solution phase is broadly similar
across the different HC subclasses. Urea monomers and formaldehyde (or its polymeric
form, paraformaldehyde) are stirred in the presence of a strong Brgnsted acid catalyst.
Formaldehyde forms methylene bridges, while the anion of the Brgnsted acid serves as
an essential template for macrocyclic cavitand formation. Although the general reaction
conditions are similar, variations arise from the choice of monomers, the type and
concentration of acid, and the reaction time.

14



1.2.1 Hemicucurbituril derivatives, their solvent-based synthesis, properties
and applications

The first reported HC[6] was prepared by condensation of ethylene urea and
formaldehyde in 4 M HCl solution at room temperature, resulting in a 94% yield after 30
min (Figure 2). Reducing the concentration of HCl to 1 M enabled the synthesis of the
larger HC[12] in 93% yield at 55 °C after 3 h. The obtained single-crystal X-ray diffraction
(SC-XRD) structures revealed the formation of an HCl adduct, indicating the CI~ anion
position at the centre of the obtained macrocycle. It was also seen that the monomers
were in alternating orientation in the macrocycle and half of the C—H bonds in ethylene
urea pointed into the cavity, creating an electron-deficient cavity. This property is very
favourable for the HC[6] interactions with anions through C—H--anion interactions,
including CI-,*> SCN™ and I".** Moreover, the host-guest interaction between HC[6] and
ferrocene was shown to be driven by the formation of hydrogen bonding between the
aromatic hydrogen atoms of ferrocene and carbonyl groups on HC[6].*

o 5 m
P SRCICR - N
/ 4 M HCI ﬁa y/ ¥N\—/N &

HC[6]

Figure 2. Synthesis of HC[6].

Unsubstituted HC[6] has been employed as a supramolecular catalyst. For example,
HC[6] has been successfully used as a catalyst in the esterification of conjugated
carboxylic acids, where the host provided a catalytic reaction site and host-guest
interactions were monitored by nuclear magnetic resonance (NMR) spectroscopy.®
Additionally, HC[6] can induce aerobic oxidation of heterocyclic compounds (including
furan, 2-methylfuran and thiophene) in aqueous solution. According to the proposed
mechanism, host-guest complexation occurs between the furan and HC[6], followed by
oxygen attack on an a-carbon of furan and subsequent proton transfer, resulting in the
introduction of hydroxyl groups to the furan ring. HC[6] further stabilises the unstable
hydroxylated product via encapsulation.*® Moreover, HC[6] can be used for the selective
oxidation of hydroxybenzyl alcohols by acting as a supramolecular protecting agent.
HC[6] forms a host-guest complex with the substrate through hydrogen bonding,
effectively shielding the phenolic hydroxy groups, rendering them chemically inert and
protecting them from oxidation by 2-iodoxybenzoic acid (IBX). IBX then selectively
oxidises the benzylic hydroxy group into an aldehyde.*” In addition to their catalytic
properties, HC[6] and HC[12] have been used as molecular carriers to extract several
amino acids (including leucine, cysteine, valine, phenylalanine and serine) from the
aqueous phase into chloroform.*® Collectively, these examples highlight the potential of
HCs for diverse applications mediated by host-guest interactions.

Bambus[n]urils (BaU[n]) were first reported by Sindelar and co-workers in 2010
(Figure 3), and the trivial name was given because the structure resembles a bamboo
stem. The synthesis procedure is similar to that for HC; 2,4-dimethylglycouril and
formaldehyde are stirred in 5.4 M HCI solution, affording 30% of BaU[6]. The 2,4-
substituted glycouril monomers are connected by a single methylene bridge.*

15



In 2011, three analogues of BaU[6] were reported — dodecabenzylbambus[6]uril,
dodecapropylbambus[6]uril and octabenzylbambus[4]uril.>® In the first two, the 12
methyl groups in the B[6]U structure were replaced by benzyl or propyl groups. The
smaller 4-membered derivative was obtained even in the absence of a template, bearing
too small a cavity to accommodate anions. While the first reported BaU[6] was
synthesised in aqueous solution, these examples highlight the ability to obtain BaU[n]
derivatives in organic solvents. Sindelar’s group made the first water-soluble BaU[6] by
changing the benzyl groups on dodecabenzylbambus[6]uril to 4-carboxybenzyl.?°
Subsequently, they prepared other water-soluble BaUs, using amino,”* carboxyalkyl*?
and 3,6,9-trioxadecyl”® groups. Water-soluble receptors attract much interest in
medicinal and analytical chemistry. Heck and co-workers further expanded the BaU[n]
family by synthesising several 4- and 6-membered allylbambus[n]urils, one of which was
subsequently used in a cross-metathesis reaction with hexene to yield the first mono-
functionalised bambusuril.>* Complex formation between bambusurils and inorganic
anions is slow on the *H NMR time scale; therefore, the complexations are easily visible.
Complexes with different anions show distinct chemical shifts, which makes these
receptors highly suitable for anion sensing in different solvents.>® This was demonstrated
by the identification of nine different anions and quantification of five of them through
encapsulation in dodecabenzylbambus[6]uril by real-time analysis.>® Moreover, the
same bambusuril was used as a carrier in electromembrane extraction, where anions
were transported from one aqueous solution to another through a layer of organic
solvent-supported membrane.>” Fluorine-containing benzylated BaU[6]s demonstrated
an ability to function as a CI7/HCOs™ carriers.’

R\N»\N/R N)(ZN R\N//(O Ri g~ e\~ ;,G\,O)g
FN(’ON)\(N\\N e g F
o) COOH
N
R.N):( \_r\gv ‘(LN,R g/\@ 3/\@\
O)/ R 3/\©\ COOH
NH

2

Figure 3. Bambus[6]uril and its derivatives.

In 2015, the first sulphur-containing analogues of BaU[4,6] were described by Reany
and co-workers (Figure 4).%8 Like other 6-membered BaU derivatives, semithio-BaU[6]
could also bind anions (such as chloride, bromide, iodide or tetrafluoroborate anion)
within the macrocyclic cavity; however, the binding affinity was stronger than in oxygen-
containing BaU[6]. The smaller semithio-BaU[4] could bind metal cations (Hg?* and Pd?*)
through the sulphur atoms located at the portals, as shown by *H NMR and SC-XRD
structures. This introduced new opportunities for dual functionality, as while the cavity
is suitable for anion encapsulation, the portal carbonyl groups had previously appeared
to be irrelevant to binding. Subsequently, the same group synthesised semiaza-BaU[n]s
from semithio-BaU[n]s via a two-step one-pot synthesis.>® This resulted in a semiaza-
BaU[6] with a larger cavity size, able to accommodate multiple anions: two triflates and
bromide or iodide between them. These anions were positioned at a short distance of
approximately 4 A, rendering them efficient anion channels.
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Figure 4. Semithio- and semiaza-BaU[6] derivatives.

Biotin[6]uril (B[6]U), as the first water-soluble HC in the ethylene urea family, was
described by Pittelkow and co-workers in 2014 (Figure 5). B[6]U comprises D-biotin
(vitamin B7) monomers and can be synthesised using various conditions, but the highest
yields were obtained when D-biotin and paraformaldehyde were stirred for 2 days in 3.5
M H,SO, with 5 M NaBr as the template, affording a single isomer in 63% yield. D-biotin
has non-equivalent nitrogen atoms; therefore, nine different B[6]U regioisomers are
possible, but only one forms selectively.?® The isolation of a dimeric D-biotin
intermediate showed that the two biotin monomers were linked at the nitrogen atoms
opposite the carboxylate-containing alkyl chains. Accordingly, the macrocyclisation to
B[6]U could be considered as trimerisation of these dimers. This hypothesis was tested
by subjecting the dimer to the same reaction conditions used to form B[6]U, and the
same conversion to B[6]U was observed. This observation helped rationalise the high
regioselectivity. The investigation of the anion-binding properties of B[6]U showed good
affinity towards halide anions (iodide > bromide > chloride) in aqueous media with 1:1
binding stoichiometry.

Carboxylic acid side chains were converted into the respective methyl, ethyl and butyl
esters to increase the B[6]U solubility in organic solvents. This was achieved using a
simple Fischer esterification strategy on B[6]U with the respective alcohols and a catalytic
amount of HCI. The B[6]U hexaesters showed good transmembrane anion transport
ability.®

R = $—COH

MeOH, EtOH, or BuOH
cat. HCI

R'= §—002R'

R': Me, Et or Bu

R

Figure 5. Biotin[6]uril and the corresponding hexaesters.
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Additionally, Pittelkow’s group reported that the sulphur atoms in B[6]U (and the
corresponding hexaesters) could be diastereoselectively oxidised to yield biotin-L-
sulphoxide[6]uril using a stoichiometric amount of H,0; in glacial acidic acid, achieving a
72% product yield.?! Moreover, the carboxylate units in the side chains were amidated
via a mechanochemical coupling reaction by Aav’s research group.®® In this synthesis,
B[6]U underwent a sixfold amidation with L-phenylalanine methyl ester, using uronium-
based coupling reagents, to yield hexaamide-B[6]U in high yield and purity.

The first cyclohexanohemicucurbituril (cycHC[n]), namely (R,S)-cycHC[6], was
synthesised in 2009 by Wu and co-workers using an achiral cis-cyclohexaneurea
monomer. Analogously to the general synthesis of other HCs, the (R,S)-cyclohexaneurea
monomer and paraformaldehyde were heated in 4 M HCl solution for 4 h and the product
was isolated in 78% yield.5?

The first enantiomerically pure cycHC[6]s were described by Aav and co-workers in
2013; (S,S)-cycHC[6] and (R,R)-cycHC[6] were prepared (Figure 6) by stirring enantiopure
cyclohexaneurea monomers and paraformaldehyde at 80 °C in 4 M HCl or HBr, affording
85% and 64% yields, respectively, after simple filtration of the precipitate.?® In contrast
to cis-cycHC[6] and HC[6] where 12 C—H groups of the ethyleneurea moiety face into the
cavity, (S,5)- and (R,R)-cycHC[6] only have six such groups in the trans-configuration of
the monomer, determined by SC-XRD structures.

Two years later, Aav and co-workers described the synthesis of the cycHC[8]
macrocycle (Figure 6) using anions (HCO,~, CF3CO, or PF¢") larger than chloride.®® It was
shown that templates must have a suitable size and shape to maximise the favourable
interactions between the templating anion and the macrocycle. For example, the acetate
anion was insufficient for the cycHC[6] or cycHC[8] formation, while PFs~ had the
appropriate octahedral size and shape to facilitate cycHC[8] formation. Interconversion
between cycHC[6] and cycHC[8] is also possible. For example, trifluoroacetic acid can
promote cycHC[8] formation, whereas chloride anions can drive the reverse process to
cycHC[6] at elevated temperatures. This demonstrates the dynamic nature of acylaminal
bond formation under acidic conditions. Differences in cavity size among HC systems are
extremely appealing for expanding the applications in host-guest chemistry.
Comprehensive investigation of cycHC[8] complexation showed exclusive 1:1 complex
formation with anions in the gas phase, in solution and in solid state. Crystallographic
studies revealed that the cycHC[8] fits octahedral anions (such as SbFg~, PF¢) particularly
well, whereas tetrahedral guests (like BF;~ or ClO4") exhibited various degrees of disorder
due to the larger space available inside the cavity.®* In 2020, a 12-membered cycHC[12]
macrocycle was isolated with an extremely low yield of 1%.% CycHC[n]s were also the
first chiral HCs synthesised in the solid state (see Chapter 1.3.5 for further discussion).’

(R.R)-cycHCI[6] (RR)-cycHC[8]

Figure 6. Chiral (R,R)-cycHC[6] and (R,R)-cycHC[8].
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In 2019, another member of the cycHC[n] family, the thermodynamically unfavoured
inverted-cis-cycHC[6], was synthesised and isolated by Aav’s group.%® By repeating the
reaction for the previously known (R,S)-cycHC[6],%? inverted-cycHC[6] was formed
alongside the expected (R,S)-cycHC[6] in equal amounts. In this molecule, one of the
monomers was in an inverted configuration.

So far, cycHC[n]s have been used in the encapsulation of various anions (such as
halides, SbFe~, PFs", ClO4~ and others)?*54 and small electron-rich guests (such as various
sulphur- and oxygen-containing heterocycles and other organic guests)*®” within their
cavities due to the electron deficiency of these cavities. Moreover, it is possible to bind
metallo-porphyrins to the outward-facing carbonyl groups, inducing chiral distortion in
planar porphyrins, as evidenced by circular dichroism spectroscopy.®®%°

All previously discussed HCs comprised one type of monomer only, making them
homomeric macrocycles. In contrast, several examples of heteromeric (“chimeric”) HCs
have also been reported, in which different types of monomers are incorporated into a
single HC macrocycle. These examples are discussed in Chapter 1.2.3.

1.2.2 Dynamic covalent chemistry approach to hemicucurbituril synthesis
HCs are prepared using DCC, a strategy exploiting the advantages of reversible chemical
reactions, in which covalent bonds can reversibly form and break, making them dynamic.
Using DCC, given sufficient time, the most thermodynamically stable product will form,
and the product distribution depends on the differences in the Gibbs free energies of the
final product(s). The equilibrium position can be influenced in two ways: by removing a
reaction product or adding an excess of a starting material. Additionally, starting
materials can be chosen with specific constitutional characteristics that determine their
steric or electronic features, favouring the formation of the most thermodynamically
stable product by shifting the equilibrium towards it.”%72

Common dynamic covalent bonds include carbon-oxygen, carbon-sulphur, sulphur-
sulphur, boron-oxygen and finally carbon-nitrogen bonds, which are present in the
methylene bridges of HCs.”® One of the oldest transformations involving dynamic carbon-
nitrogen bonds is the reversible condensation of aldehydes and amines to form imines
(Schiff bases), which was discovered by Hugo Schiff in 18647474 and has established the
formation of C=N bonds among the most exploited in DCC (Scheme 1).”* Considering the
reversibility of imine bond formation, the reaction could be driven forward by removing
the formed water, physically by separation or chemically by adding a drying agent or
molecular sieves, which adsorb water from the reaction mixture. However, if additional
water is added, the imine bond will undergo hydrolytic cleavage to form the starting
amine and carbonyl compound.”® Moreover, DCC is used to produce hydrazones,’
aminals,”® hemiaminals’” and others.”%7*
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Scheme 1. Formation of imines, aminals and oligomeric imines.

If molecules contain at least two amino- and aldehyde groups, oligomeric imines can
be formed, which can be further used for macrocycle formation. Via a reversible covalent
bond formation approach to the synthesis of complex molecules, the starting monomers
react with one another through DCC, generating dynamic covalent libraries (DCLs) of
intermediates that are a mixture of oligomers. Various external parameters can affect
the equilibrium of DCC, including the choice of solvent, which affects the solubility and
non-covalent interactions, pH, temperature, concentration of monomers, steric and
electronic factors. Additionally, introducing a template (such as a metal ion, anion, or
small molecule) into the DCL shifts the equilibria towards the most thermodynamically
stable product.”®73

Monomers in HCs, having a urea moiety, are connected through acylaminal linkages
formed following the DCC principles (Scheme 2). Urea monomers react with
formaldehyde via a Brgnsted acid-catalysed polycondensation reaction. Under these
conditions, the formaldehyde oxygen is protonated, making the carbonyl carbon more
electrophilic; this is then attacked by urea’s weak nucleophilic nitrogen, resulting in
water elimination and formation of an iminium intermediate. This extremely reactive
intermediate readily reacts with the available nitrogen atom of another monomer,
forming an ammonium intermediate; after deprotonation, a neutral acylaminal is
formed. Continuous formation of these acylaminal linkages creates oligomers, and the
whole oligomerisation process is reversible because, under acidic conditions these
linkages can undergo hydrolysis to the iminium species through the protonation of the
neighbouring nitrogen or oxygen of the acyl group.”® The same acid-catalysed
polymerisation reaction process occurs to connect monomers via acylaminal linkers,
regardless of whether the starting monomer is ethylene urea, biotin or cyclohexaneurea,
to form HCs, B[6]U or cycHC[n], respectively. Therefore, it is possible to produce
heteromeric HCs in a one-pot synthesis due to the same urea moiety and functional
group availability.

20



b Lo fo.. R % R
* N PN + PR
HNONH G ELY N, ~OH MO UNNT o+ NN HNHN H.NJ<NH M, HN>/’2 E:/((NH
/\ \ H™"H -H* /\ { | /\ { ) { HY
R R R R O g R R R KRR M R RR }
iminium ammonium acylaminal
1 chain growth
equilibrium DCL

template

o o chain-cycle
R~N)LN/%N’[< }R equilibrium o) o)
H )\(N N —_— N)\N NJ( —)
R RR & Y PRAI
RR . s .
R R Kinetic templating

/ template \template l
Thermodynamic templating O

J stabilisation
precipitation
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Templated synthesis of HCs includes three reversible processes — chain growth, chain-
macrocycle equilibrium and product stabilisation through templating or precipitation, all
of which can be influenced by the external parameters mentioned above. A range of
oligomers of different lengths is formed by a reversible polycondensation reaction of the
respective monomers, and the polymerisation degree (DP) and oligomeric abundance
are determined by the chain growth equilibrium. HC formation is determined by chain-
cycle equilibrium, which must promote the accumulation of the cyclic product. Inter- and
intramolecular reactions are important, the former is responsible for the growth of
oligomers, whereas the latter terminates chain growth by macrocyclisation.”® Anionic
templates were found to be among the most important factors promoting HC
formation.*>>>7 The obtained products are stabilised by precipitation from acidic
solution or host-guest complex formation.”®

In a simple classification, templates can have a kinetic or a thermodynamic effect. If
kinetic templating occurs, the template will attach to the linear oligomer in the DCL
through non-covalent interactions, bringing the two chain ends closer to each other. This
accelerates the rate of macrocyclisation for a particular product. In the case of
thermodynamic templation, the template binds to the macrocycle, forming a complex,
which is the lowest energy species in the mixture. These processes result in the formation
of various macrocycles, but the equilibrium is shifted towards the thermodynamically
most preferred product. The equilibrium can also be influenced if a template forms a
complex with a certain component of the dynamic mixture (usually a macrocycle),
changing its solubility. If the complex is removed from the mixture (e.g. via precipitation),
this process drives the DCL to produce more of it according to Le Chatelier’s principle.
Under these conditions, even thermodynamically unfavoured products can be amplified,
as removal of the complexed component is controlled by solubility equilibrium.”®’® One
example of a thermodynamically unfavoured product is the synthesis of inverted-cis-
cycHC[6], where one monomer in the cycHC[6] is inverted. During the synthesis, using
DCC principles, cis-cycHC[6] and inverted-cis-cycHC[6] were produced. However, as the
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cis product was the thermodynamically favoured product, the inverted macrocycle was
obtained via kinetic trapping due to low solubility.5®

1.2.3 Synthetic approaches to functionalised hemicucurbiturils

As described earlier, homomeric HCs are usually synthesised under very similar
conditions — monomers and formaldehyde are stirred in an acid solution and heated,
yielding the target HC. However, synthesising heteromeric HCs containing different types
of monomers can be extremely difficult because many linear and cyclic oligomers could
form. Only a few examples exist of HCs formed from two or more distinct monomers.

In 2020, Sindelar’s group published the first example of mono-functionalised
benzylated BaU[6]s (Figure 7).8° The primary monomer was 2,4-dibenzylglycouril, and
then asymmetrically substituted glycouril monomers bearing a carboxylic acid functional
group. The idea was to add a functional group to allow the selective addition of other
chemical entities into the structure of the cavitand without altering the core
supramolecular properties. Macrocyclisation was conducted via the condensation
reaction of monomers with paraformaldehyde in dioxane in the presence of sulphuric
acid as a catalyst and an anionic template at 80 °C for several hours. Based on a binomial
distribution model, it was calculated that if monomers were used in a stochiometric ratio
of 1:5, a maximum of 40.2% of mono-functionalised BaU[6] would be produced, with
significant amounts of doubly (20.1%) and triply (5.4%) substituted macrocycles, making
the purification very complex. Therefore, the symmetrical 2,4-dibenzylglycouril was used
in a large excess (98:2) to minimise the formation of doubly and triply functionalised
BaU[6]s. Mono-functionalised bambusurils 1a was obtained in 31% yield and 1b in 41%
yield.
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Figure 7. Mono-functionalised BaU[6]s and their conjugates. Reprinted from reference 80 with
permission from American Chemical Society.

The presence of a carboxylic acid group allowed further selective amide-coupling of
two aza crown ethers with different ring sizes to mono-functionalised BaU[6]. This
yielded heteroditopic receptors, combining anion- and cation-binding properties in a
single host molecule. While bambusurils are known for their anion-binding affinity,
crown ethers bind small cations. Therefore, these BaU[6]-crown ether conjugates were
successfully applied in liquid-liquid extraction of inorganic salts (such as Nal or NaBr)
from water to chloroform. The conjugates showed good extraction efficiency with Br~

22



and I” anions, regardless of the counter-cation and crown ether size. However, fluoride
salts were not extracted due to the high hydration of the anion. Chloride salt extraction
depended on the counter-cation, as well as the crown ether attached to BaU[6]; 15-
crown-5 showed very little extraction efficiency (below 5% receptor occupancy)
compared to larger 18-crown-6 (13%—76%). Moreover, new conjugates were more
efficient than the corresponding mixture of BaU[6] and crown ethers, suggesting a
cooperative effect in the binding of ion pairs.8°

Building on previous work with fluorinated BaU[6]” and mono-functionalised BaU[6],%°
the same research group synthesised mono-functionalised fluorinated BaU[6]s (Figure
8).81 Again, one monomer bearing a carboxylic moiety was introduced to the structure of
fluorinated BaU[6], and the synthesis was similar to that of the first mono-functionalised
BaU[6].%° Similarly to before, based on binomial distribution estimation, the highest
amount of mono-functionalised 6-membered macrocycle could be obtained with a 1:5
monomer ratio. However, in this example, a large excess of monomers was avoided, and
monomers were used in a 1:6 ratio to reduce the amount of unwanted doubly and triply
functionalised derivatives. Fluorinated 2,4-substituted glycouril, (1S,5R)-2-(4-
carboxybenzyl)-4-methyl-glycoluril and paraformaldehyde were heated in 1,4-dioxane at
80 °C in the presence of sulphuric acid; as an acid catalyst and template (HSO47). Mono-
functionalised macrocycle 2a from 2,4-bis(3,5-bis(trifluoromethyl)-benzyl)glycouril
monomer  was isolated in 11%  vyield and 2b  from 2,4-bis(4-
((trifluoromethyl)sulphanyl)benzyl)glycoluril in 12% yield.
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Figure 8. Fluorinated mono-functionalised bambusurils and their respective conjugates. Reprinted
from reference 81 with permission from the American Chemical Society.
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The new fluorinated mono-functionalised BaU[6]s were coupled through
esterification or amidation. Conjugates of BaU[6] with cholesterol unit and aza-crown
ethers were obtained and used in the transmembrane anion transport and in the
extraction of inorganic salts. Notably, all the conjugates showed similar transport
activities of CI"/HCO;~ with the parent fluorinated BaU[6]s, indicating that the rate-
limiting step is binding and the release of anions at the membrane, rather than the speed
of diffusion of complexes across the lipid layer.®!

In 2024, D-biotin was incorporated into the BaU[6] structure to obtain an
enantiomerically pure macrocycle containing one biotin and five 2,4-dibenzylglycouril
monomers (Figure 9).82 Preparing enantiomerically pure glycouril monomers is
challenging; thus, the authors used D-biotin as a commercially available alternative to
add chirality in the macrocycle. Similarly to 2,4-dibenzylglycourea, D-biotin is a urea
derivative, enabling its incorporation directly into the macrocycle, and the D-biotin
provides a single carboxylic acid group for further derivatisations.

OKRL R%O Q. RZg
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Figure 9. Mono-functionalised and mono-biotinylated BaU[6]s. Adapted from reference 82 under
the terms of the Creative Commons Attribution 4.0 International Licence (CC-BY-4.0).

The synthesis conditions were again similar to previous works with mono-
functionalised BaU[6]s,%%8! involving heating a mixture of monomers with
paraformaldehyde in dioxane with sulphuric acid at 80 °C for several hours. Biotin and
glycouril monomers were used in a stoichiometric 1:5 ratio. Notably, only one mono-
functionalised macrocycle (35% vyield) was produced along with homomeric
dodecabenzyl-BaU[6]. This differed from their first mono-functionalised BaU[6], where a
mixture of mono-, di- and tri- substituted BaU[6]s were obtained.® It was shown that the
binding affinities of anions of the new mono-biotinylated BaU[6] 1 were similar to those
of benzylated BaU[6]; therefore, the D-biotin incorporation into the BaU structure did
not significantly influence the anion-binding efficiency. The obtained mono-biotinylated
BaU[6] was used to construct a rotaxane via reversible covalent bonds, showing its
usability in building mechanically interlocked molecules.®

While the examples discussed above are mono-functionalised derivatives, it is also
possible to introduce chromophores and other functional groups to further expand the
diversity of HCs, making hybrid derivatives (Figure 10). In 2014, Keian and co-workers
reported the synthesis of multifarenes (Figure 10A), where the macrocycle comprises
alternating ethylene urea or ethylene thiourea and phenol-derivative building blocks.%
It was shown that the obtained hybrid macrocycles bind palladium cations at the portals
through sulphur-mediated interactions.
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In 2019, Sindelar and colleagues attempted to produce a BaU[n] derivative containing
alternating m-xylene and glycouril units (Figure 10B).2* However, in this one-pot
nucleophilic substitution reaction, the main product was a 4-membered macrocycle.
Unfortunately, its cavity appeared too small to bind any anions, and it was therefore
unsuitable as a receptor.

In 2021, a 6-membered aminobenzene-containing HC (Figure 10C) was synthesised by
Liu and co-workers.® They envisioned that amino groups could provide reactive sites for
derivatisation, while also allowing the coordination of hydrogen-bonding interactions
with guests, and that the aminobenzene unit would act as a chromophore to improve
optical properties. The macrocycle was constructed by using a fragment-coupling
strategy involving a nucleophilic substitution reaction, followed by the reduction of nitro
groups, to produce an aminobenzene-containing HC[6], which was shown to bind Fe3*
and Cu?* cations.

In 2022, the same group attempted to synthesise an all-thiohemicucurbituril (thio-HC)
from commercially available ethylene thiourea monomer, following the same fragment
coupling strategy. Neither the direct condensation of thiourea and formaldehyde in
acidic conditions nor the coupling of oligomeric fragments worked to obtain an all-
thioHC. However, cyclic HC[6]s containing up to three thiourea motifs were obtained
(Figure 10D) via fragment-coupling .2
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Figure 10. Hybrid HCs: (A) Multifarenes, (B) m-xylene-containing BaU, (C) aminobenzene-containing
HC[6] and (D) thio-HC[6] containing three thiourea motifs.

Post-functionalisation is an attractive approach to derivatising and modifying
macrocycles without altering the key supramolecular properties of the macrocycle. It
relies on the availability of accessible functional groups (some examples were given
above). This approach can be appealing but may present challenges in selective mono-
functionalisation, or partial or full functionalisation. Examples exist of other macrocycle
classes that have been mono-functionalised, such as calixarenes,?”:28 crown ethers®® and
CBs.?® However, this is not thoroughly demonstrated with HC[n]s.

1.3 Mechanochemistry as an enabling sustainable synthetic technique

Mechanochemistry is an age-old synthetic technique that has experienced a resurgence
over the years as a powerful tool for sustainable synthesis. The International Union of
Pure and Applied Chemistry (IUPAC) has defined a mechanochemical reaction as a
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“chemical reaction that is induced by the direct absorption of mechanical energy”.®!
From a practical standpoint, the significance of mechanochemistry lies in its ability to
induce chemical transformations in powdered solids without using excessive amounts of
solvents, making it a greener approach in organic synthesis.

The first documented example of a mechanochemical reaction was described by
Theophrastus of Eresus in 315 B.C. in the book entitled “On Stones”. Theophrastus wrote
that if a red-coloured cinnabar (mercury(ll)sulphide, HgS) was ground with a copper or
bronze mortar and pestle, it formed elemental mercury (quicksilver; Scheme 3). It was
also mentioned that a small amount of vinegar accelerated the reaction.’*%* This is a
reference to a modern technique called liquid-assisted grinding (LAG; see Chapter 1.3.2).
It also demonstrates that the milling equipment can participate in mechanochemical
reactions.

CU(S)+ HgS(S) — Hg(|) + CUS(S)

Scheme 3. The earliest documented mechanochemical reaction between copper and cinnabar.

1.3.1 Mechanochemical instrumentation and scalability
The earliest reactions were conducted using a pestle and mortar, by manually grinding
solids together. However, this approach has several limitations, including poor control
over the reaction and limited reproducibility. This stems from variations in the
mechanical energy input, which depends solely on the physical abilities of the person
performing the reaction. Therefore, modern laboratories use automated milling devices
to conduct mechanochemical reactions. Many instruments are available to induce
chemical transformations in solids, including ball mills, extruders, resonant acoustic
mixers, and others. The choice of mechanochemical instrument depends on several
factors, including the desired reaction scale, type of mechanical action applied and
physical states of reactants.®

The most used milling devices in modern laboratories are shaker (or mixer) mills and
planetary ball mills (Figure 11A and B), but their modes of mechanical agitation differ. In
shaker ball mills, the jars oscillate back and forth on a horizontal axis at a desired
frequency.®® In planetary mills, the jars rotate around a central axis while simultaneously
spinning around their own axes, creating a so-called planetary movement; mimicking the
motion of the planets around the Sun. Planetary mills are usually used for scale-up
purposes and can serve as a bridge to industrial-scale production.®®

Bead mills, which use small milling beads, are also available, such as Dyno®-mill (Figure
11E), which offers further scale-up and can operate in batch or continuous mode,
highlighting the effectiveness of the wet milling process.®” Compared to conventional
batch set-ups, the continuous Dyno®-mill operation offers improved particle-size
reduction, enhanced mixing capability and increased production efficiency.®* Another
technology enabling continuous mechanochemical reactions is twin-screw extrusion
(TSE, Figure 11D). In this instrument, the reactants are continuously processed between
two parallel screws. Various parameters can be varied, including temperature, screw
speed and residence time, all of which help optimise the product yield.**® TSE has been
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used efficiently in large-scale synthesis for different organic transformations, active
pharmaceutical ingredient (API) co-crystal®® and MOF synthesis.1®

All mixer and planetary ball mills use milling balls. When milling balls collide with
reactants, mechanical energy is transferred to the reactants, and chemical reactions
occur. However, it is possible to perform reactions with no milling media, using resonant
acoustic mixing (RAM, Figure 11C) technology. No milling media (e.g. balls or screws) are
required, and the reactants are simply mixed at a certain acoustic frequency, inducing
chemical and morphological changes. It can be scaled up and used continuously, and no
product contamination occurs due to the absence of milling media.?*10!

Shaker ball-mill Planetary ball-mill Resonant acoustic mixer

Figure 11. (A) FTS-1000 shaker mill, Form-Tech Scientific, (B) ND2L planetary ball mill, Torrey Hills
Technologies, (C) LabRAM Il Resonant Acoustic mixer, Resodyn (image reproduced from
https://resodynmixers.com/products) and their representative motions applied, (D) Process 11
Twin-screw extruder, Thermo Scientific (image reproduced from https.//www.thermofisher.com)
and (E) WAB-GROUP DYNO-mill multi lab (image reproduced from https://www.wab-
group.com/en/products)

The energy input into the mechanochemical system can be influenced by varying the
milling devices, vessels and media (see discussion in Chapter 1.3.3). The
mechanochemical reaction scale in a laboratory setting can vary depending on whether
shaker or planetary mills are used. For daily small-scale reactions, shaker mills find more
use, where the reaction scale is usually up to a few grams. The jar internal volumes can
vary from 1.5 to 125 mL, using milling balls with diameters of 1 to 70 mm. Planetary mills
bridge the gap between small-scale reactions and larger production. They can be
implemented for small-scale reactions; however, they are useful for scaling up the
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reactions (up to 1 kg) because the jar volumes range from 40 to 900 mL, with ball
diameters extending from 0.1 to 40 mm.1%!

Various materials are used for milling vessels (or jars) and milling media (or balls).
Typical materials used are zirconium dioxide (ZrO,, zirconia, Figure 12), stainless steel,
tungsten carbide, or plastics such as polytetrafluoroethylene (PTFE, or Teflon) and
poly(methyl methacrylate) (PMMA). These materials are chemically inert, varying in
density and hardness, enabling direct control of the energy input and therefore
reactivity.’>102-1%4 piastic jars (density 2.7 g/mL, hardness 100 for agate and 2.1 g/mL
density for Teflon) offer the least energy input;'® however, PMMA jars are extremely
useful for in-situ reaction monitoring, which can provide valuable insights into reaction
kinetics and mechanisms.1% Stainless steel jars (density 7.8-7.9 g/mL, hardness 550—
750)1% are most commonly used; however, on extensive use, leaching of different
metals, including iron, nickel and chromium, can be observed, which could influence the
reaction outcomes.'%%197 Additionally, exposure to strong acids leads to the corrosion of
stainless steel jars.®3 An excellent alternative to overcome these problems is zirconium
oxide jars, which offer a similar density (density 5.9 g/mL, hardness 1200) to stainless
steel jars.10319% Tungsten carbide exhibits the highest density of all the mentioned
materials and provides high energy input (density 14.8 g/mL, hardness 1200);1% it is a
relatively fragile and brittle material, which usually have to be stabilised by cobalt, which
can in turn lead to unwanted contamination.1%3

500 mL

Figure 12. Various ZrO; jars for shaker and planetary mills available in our laboratory and used in
the current work.

Milling media can provide greater versatility, and examples exist where the milling
material is selected to participate in the reactions for catalytic purposes.’®11° Mack and
co-workers showed an example of Sonogashira coupling of para-substituted aryl-halides
with trimethylsilylacetylene in the solid state, where the reaction still required palladium
as a catalyst but the co-catalyst was copper-coated milling balls. Copper iodide is
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normally used as a co-catalyst; however, this was unnecessary in this case. This approach
simplified the work-up, and the obtained yields with copper material were similar to
those obtained when copper iodide was used in solution-based synthesis.!!! In 2019, the
first study using palladium milling balls as catalyst in a mechanochemical Suzuki reaction
was published by Borchardt and co-workers. Suzuki polymerisation occurred at the
surface of the milling balls. This was the first time the term “direct mechanocatalysis”
was proposed.!!?

In solution-based synthesis, control of the reaction temperature is usually achieved
using heating baths. However, during mechanochemical reactions, the temperature
cannot be controlled and due to repeated collisions and impacts, it may rise because of
friction, ball impacts, and heat release during reaction.}0%113 Additionally, if the
temperature rises during milling, it is difficult to understand whether the reaction is
driven by mechanochemical forces or heat. However, there are examples of custom-
made reactors where temperature control is available through modified milling jars, in
which thermal fluids are circulated around the jacket.'#%> Additionally, cryo-mills offer
external cooling.!'® Retch has recently released a milling device, which allows regulation
of the temperature between -100 and +100 °C with thermal plates.

1.3.2 Assisted grinding and post-treatment

LAG is a concept used in mechanochemistry when a minute amount of liquid is added to
a mechanochemical reaction.10%193117 | AG is characterised with the parameter n (uL/mg)
and represents the ratio of the liquid additive volume (in uL) to the total mass (in mg) of
the solids in the reaction (Equation 1).1%7

V (liquid, pL)
=——— (€Y)

m (solid, mg)

If n is 0 uL/mg, this indicates neat-grinding conditions, where no liquid additives are
used. If n is between 0 and 2 uL/mg, this corresponds to LAG conditions. Slurry reactions
are characterised by n values between 2 and 10 puL/mg, and if n exceeds 10, this indicates
traditional solution-based reactions (Figure 13).

Neat
grinding

0

LAG Slurry

N==—===
| el

Figure 13. LAG scale.

While the reactivity is less dependent on the solubility of reagents under LAG
conditions, in slurry reactions, the influence of solubility becomes more pronounced,
whereas in solution-phase synthesis, reactivity is controlled by the solubilities of the
reactants and products. Therefore, the small and controlled amount of LAG additive is a
simple yet powerful tool for accelerating solid-state reactions. It accelerates the reaction
even under the static conditions of aging and provides an additional dimension for the
optimisation of mechanochemical reactions (LAG amount, aging time, or
temperature).102117

LAG aims to accelerate reactions through multiple mechanisms. LAG can facilitate the
mass transfer of the reactants through enhanced mixing and dispersion, mediating
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enhanced interparticle interactions and promoting dissolution. Additionally, liquid
additives can function as chemical modulators, polarising substrates or stabilising polar
transition states and reactive intermediates through solvation. These effects lower the
activation barriers for covalent bond formation. In metal-catalysed reactions, the LAG
additive can interact with metal centres to tune electronic and steric properties under
nearly solvent-free conditions. LAG additives can also directly participate as
stochiometric reagents in bond-forming processes or proton transfer steps.'!® In aging-
driven reactions, such as the solid-state synthesis of cycHC[n]s, one role of LAG is to
accelerate the rate of molecular diffusion.?’

The concept of LAG was originally studied in mechanochemical co-crystallisation,
where it was shown to influence the co-crystallisation process.'**'17 However, it is now
widely used in mechanosynthesis, as LAG is not only a “greener” synthetic approach but
also an enabling strategy for obtaining products inaccessible under solution-based or
neat-grinding conditions.

Another means to control mechanochemical reactions is using inert grinding
auxiliaries, such as silica, alumina or other inorganic salts. This becomes particularly
important when liquid reactants are used, as they can negatively affect the rheology of
a reaction mixture, resulting in soft and sticky products and inhibiting proper energy and
mass transfer. In such cases, adding auxiliary solids can improve the powder-like rheology
of reaction mixtures, which is also important for efficient mechanical energy transfer and
improving homogeneity. Solid additives can also be used to dilute the reaction mixtures
in mechanochemical reactions. Liquid reagents adsorb onto the solid, which can restrict
the movement of liquids away from the position of impact, thus enhancing the energy
transfer.?39>120 The differences in reaction mixture rheology can result in different
reaction kinetics.?! These solid additives are usually chemically inert towards the
reaction; however, they can have a chemically important role in some cases.'?%1%3

The concept of aging in mechanochemical reactions was developed by Fris¢i¢ and co-
workers.'?* It refers to a process in which, after a brief mechanical activation step,
chemical transformations proceed under diffusion-controlled static conditions, while
minimising energy and solvent consumption.'?#12> Reactivity can be accelerated by mild
heating, exposure to different solvent vapours,*?® moisture?” or even liquid additives. As
aging is diffusion-based, liquid or its vapours are required to facilitate the reaction, as
solid reactants have very limited mobility. A short milling period is crucial for the
homogenisation of reaction components, reduction of particle size to increase the
reaction rates through a greater accessible surface area, and amorphisation, which may
be important for reactivity in some cases.'?* Aging has been shown to be beneficial in the
solid-state synthesis of cycHC[n]s, where the templating effect becomes pronounced
during the aging step (see below for detailed discussion).’

Templ and Borchardt recently highlighted the correlation between single-impact
energies delivered to the reaction mixture and aging. They showed that the Finkelstein
halogen-exchange reaction was impact-triggered, meaning that after brief milling, the
reaction continued during aging without further mechanical input. In contrast, the Wittig
olefination reaction proved to be impact-complete, proceeding via active ball impacts
and correlating with the total cumulative energy.’?® Determining whether reactions are
impact-triggered could avoid equipment depreciation and unnecessary energy
consumption, and could facilitate the use of alternative instruments for scale-up. Aging
is currently less widespread in organic mechanochemistry, although related approaches
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have long been used by geologists and crystallographers'?* and was also used in the early

examples of solvent-free organic synthesis.12%131

1.3.3 Parameters affecting mechanochemical reactions

In a mechanochemical reaction occurring in a ball mill, the mechanical energy is primarily
transferred to the reactants through high-energy impacts and collisions within the milling
vessel and depends on the following variables: the kinetic energy of milling balls before
collision, how the energy is transferred to the reactants and the collision frequency. The
kinetic energy of milling balls, which they possess before the collision, determines the
maximum energy transferable to the reagents. However, the outcome of a reaction is
influenced by how the energy is transferred to the reactant during the collision. A higher
milling frequency increases the kinetic energy via increased velocities of milling balls, which
can enhance the reaction rates.*

In solvent-based reactions, collisions between reactant molecules are achieved by
diffusion, affinity and molecular charge properties. In mechanochemistry, the mechanical
energy applied to the system induces collisions between the solid particles, so the reaction
occurs on the surface of colliding particles or, if present, in a concentrated liquid phase (LAG),
thereby overcoming diffusion barriers and promoting intermolecular interactions.'?

Mechanical force promotes a more effective collision probability through mixing and more
uniform mass transfer. The Knoevenagel reaction between vanillin and barbituric acid
appeared to be affected by proper mixing, surface area generation and mass transfer, rather
than by high energy input.'*® Breaking larger particles into smaller ones increases the surface
area and the number of collisions. Mechanical agitation induces structural deformations at
collision sites, creating lattice defects and surface activation. These defects offer high-energy
sites that lower the activation barriers of solid reactants. As mechanical agitation continues,
the accumulation of lattice defects leads to the amorphisation of crystalline solids. This
further enhances reactivity by creating more disordered, high-energy states. Mechanical
energy can also cleave covalent bonds in polymers, assisting in polymer degradation.®**

Mechanical energy can also dissipate. A portion of energy can be lost through friction
between particles and milling media, as well as through heat generation. Some energy can
be absorbed by the vessel walls through elastic and plastic deformations. Energy transfer is
also sensitive to the fill ratio; if the jar is overfilled, the reactant mixture can cause damping
effects that absorb the kinetic energy before it can reach the reactants efficiently.
Additionally, increasing the milling frequency can lead to lower efficiency, as energy may
dissipate as non-productive heat rather than facilitating chemical bond formation. Moreover,
the energy dissipation as heat can complicate distinguishing between mechanochemical and
thermally assisted pathways.!33135

Controllable parameters affect the energy input to the reaction mixture — milling device
type, milling time, frequency, amount (and size) of the milling balls and filling degree of the
jar.

The choice of a milling device determines the motion of grinding balls within the jars,
which determines the type of forces applied to the reaction. In mixer mills, the dominating
force employed for the reaction is impact force, and in planetary mills it is shear forces;
however, both types of forces are encountered in both devices.®

Milling frequency is a straightforward parameter to control and adjust, as it can be set on
the milling device interfaces. Increasing the milling frequency increases the velocity of the
milling balls and consequently the impact energy delivered to the reactant. Point impact
energy (Eimpact, Equation 2) arises from the collisions between the milling ball and reactants
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and must exceed a threshold energy for the reaction to occur.'®® Einpae depends on the mass
of the ball (m,) and its impact velocity (Vegecive), Which can be influenced by changing the
milling frequency or milling ball weight.®>13>136

Eimpact = E m'bVeffective2 (2)

Prolonging the milling time directly increases the total cumulative energy (Etotal), Which is

transferred to the system during the whole milling process.*>*3® As shown in Equation 3, Eiotal

depends on Eimpact, the empirical filling degree ¢, the total number of balls N, the frequency
of collisions f, and the milling time t.

Erorar = (pEimpacthfbt (3)

Eimpact and Ecoral for shaker or planetary mill reactions can be conveniently calculated using
a Ball-mill Calculator developed by Lungerich’s group.*® By combining the work of Lungerich
and co-workers®3® with the research of Templ and Borchardt,'?8 valuable insight can be gained
into whether a mechanochemical reaction depends primarily on impact energy (Eimpact) Or the
total cumulative energy input (Etotal), corresponding to impact-triggered and impact-complete
behaviour, respectively.

The amount, size and mass of milling balls are easy parameters to control and are usually
chosen based on the jar volume. Energy transferred to the reactants increases with the
number of milling balls. However, an excessive number of balls can occupy a substantial
fraction of the milling jar volume, increasing the filling degree (see below) and thereby
restricting ball movement and velocity; consequently, the kinetic energy transferred to the
reactants is reduced. Mechanical energy delivered to the system can be regulated using a
smaller number of heavier balls, which possess higher kinetic energy and therefore deliver
higher energy to the reactants in a single impact.}®®*'3” Additionally, the literature on
mechanocatalysis contains examples of the advantages of modified milling balls.**® The
energy transfer is usually closely linked to the mass and surface area of the milling balls, as
increasing the ball size changes the mass and available surface area, which affects the impact
and total energies. In contrast, hollow milling balls enable the effects of ball mass and surface
area to be studied independently. They deliver less impact energy due to their lower mass,
while offering the same surface area as a solid ball of the same size. However, if the reaction
occurs at the ball surface, no additional energy input is required, leading to higher energy-
normalised efficiency. Moreover, corrugated milling balls can also be advantageous.'* The
ridges on the surface of the balls provide more contact points, which allow more efficient
kinetic energy transfer, ensuring homogeneous mass transfer by breaking up clumps and
generating more uniform heat distribution, which can lead to more efficient product
formation.

Finally, the filling degree is also an important variable to consider. Essentially, this
parameter describes how much volume the reactants and milling balls occupy compared to
the total volume of the jar. This has a significant role in the trajectories of the moving milling
balls therefore energy transfer and mixing. If the jar is too overloaded with reactants, the
impact forces will be reduced, which can lead to poor results.®>!33

All the mentioned parameters are crucial for tuning the parameters of mechanosynthesis
(Figure 14). However, if the time comes to up-scale the reactions from one device to another,
problems can occur. Transferring a mechanochemical reaction from one milling device to
another can be complex, especially if a protocol involves moving from a shaker mill to a
planetary mill, as the motion of milling and the forces applied are different. Reporting only
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the milling time and frequency is insufficient to ensure reproducibility. Additionally, even
minor changes in planetary ball mill geometry (such as jar radius and sun wheel dimensions)
can cause significant variation in energy, despite using the same number of balls or exactly
the same milling speed. This concern could be addressed by calculating the total cumulative
energy using a kinematic model to ensure that the total energy remains constant while using
different milling devices.™® It is also notable that merely increasing the milling frequency does
not always lead to better results but can lead to diminishing returns due to energy being
consumed as non-productive heat rather than promoting chemical reactions.!33

Chemical parameters:

Chemical reaction

Reagent stoichiometry

Catalysts

Milling additives (LAG, solid grinding auxiliaries)

REACTANTS

Technical parameters:

Type of mill

Material of milling vessel and balls
Number, size, mass, design of milling balls
Jar dimensions

Filling degree

Process parameters:

Milling frequency or rotation speed
Reaction time

Temperature of the reaction

Post treatment — Aging

PRODUCTS

Figure 14. Summary of different parameters affecting the mechanochemical reactions discussed
above in different chapters.

1.3.3.1 Data-driven optimisation

As discussed in previous chapters, numerous instrument and chemistry specific variables
affect mechanochemical reactions. Several optimisation methods are available and
depending on the approach used, the number of experiments can increase substantially.

In chemistry, including mechanochemistry, the most widely used approach is varying one
factor at a time (OFAT). In OFAT, one experimental parameter is varied while all the others
are kept constant to study its individual effect on the reaction outcome. Although effective,
this approach is time-consuming, and important interactions between variables can be
missed, leaving the optimal reaction conditions unexplored.!4%14

An alternative to OFAT is the design of experiments (DoE), which can advance the multi-
factor optimisation process.'®® DoE is a statistical strategy, in which multiple experimental
factors are explored simultaneously, reducing the number of reactions required. While OFAT
can miss interactions between variables, these can be explored with DoE. Parameter
selection and the ranges used must be defined in advance by the researcher. This selection
must be made carefully, so the parameter ranges are not too narrow and relevant trends are
not overlooked.

Bayesian optimisation (BO) is a machine-learning-based strategy that uses information
gathered from previously conducted experiments. BO can further expand the experimental
reaction space and help predict high-yielding reaction conditions with even fewer
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experiments.}#>1%2 By employing these optimisation methods, the number of experiments
can be reduced, requiring less starting materials, time, and operation resources, which
support sustainable chemistry.

1.3.4 Sustainability assessment of mechanochemical processes

In 1998, Paul Anastas and John Warner introduced the 12 principles of green chemistry to
provide a framework for transitioning the chemical industry towards sustainable chemistry
(Figure 15).%% These guidelines were designed to encourage the development of chemical
processes and products that minimise pollution, reduce risks to human health, and eliminate
the generation of hazardous waste. Mechanochemistry is aligned with this framework, as its
applications follow several of these principles.#414>

1. Prevention

12. Inherently Safer Chemistry
for Accident Prevention

11. Real-time analysis
for Pollution Prevention @ a , ) g.hLes_s l—:aszar?:us
=& emical Syntheses
/'\ |
10. Design for : -
Degradation @ (@ ‘éhzzig:;nsl Safer

5. Safer Solvents and

2. Atom Economy

9. Catalysis
y Auxiliaries
8. Reduce 6. Design for Energy
Derivatives Efficiency

7. Use of Renewable
Feedstocks

Figure 15. The 12 principles of green chemistry.'414 Reprinted from reference 146 with permission
from Springer Nature.

Waste prevention is perhaps the most important principle, as it emphasises that
preventing waste generation is more beneficial than the treatment or clean up afterwards.
In conventional solvent-based synthesis, 80-90% of mass utilisation is attributed to
solvents, making them the primary source of waste.!*” Mechanochemistry directly
addresses this principle by avoiding bulk solvent usage, reducing the environmental
footprint. 144145

Atom economy (AE) and real atom economy (RAE) focus on maximising the
incorporation of all starting materials into the final product, thereby minimising by-product
formation and waste.*® In conventional solvent-based synthesis, an excess of reagents is
often required to force the reaction to completion; this is frequently accompanied by the
formation of side products, which increases waste generation. Mechanochemistry often
provides faster reaction rates and precise stochiometric control of the reagents, where
equimolar ratios of starting materials are sufficient, resulting in higher selectivity and
yields. 144145149 The synthesis of the zeolitic imidazolate framework ZIF-62 was found to be
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more efficient under mechanochemical conditions, using zinc oxide as precursor and
producing only water as a by-product, instead of acids. This method demonstrated a high
RAE of 92% compared with the conventional solvothermal method (RAE 2.2%).1>°

Safer solvents and auxiliaries should be used whenever possible. Beyond waste, many
solvents pose safety risks due to toxicity (such as benzene, dichloromethane) and
flammability (such as diethyl ether). While mechanochemistry reduces the need for
solvents and thereby mitigates safety concerns, the LAG approach still requires small
amounts of liquid. This is for catalytic purposes rather than as a reaction medium, although
work-up and purification steps still require solvent use. Therefore, replacing hazardous
solvents with more sustainable alternatives is highly recommended.'**1% Amide synthesis
is typically conducted in toxic solvents, like dichloromethane or dimethylformamide.t>!
However, mechanochemical amide synthesis has been shown to proceed without solvent
using N, N’-carbonyldiimidazole (CDI) as a coupling reagent.>?

Chemical processes should be designed to maximise energy efficiency by operating at
ambient temperatures and pressures. Mechanochemical reactions often proceed without
external heating and can reach completion faster due to shorter reaction times, resulting
in lower energy consumption.**%5 Suzuki-Miyaura coupling via ball-milling proved to be
more energy efficient than microwave and ultrasound activation.’>® Iron-catalysed
synthesis of ammonia from hydrogen and nitrogen was achieved in a ball mill at a mild
temperature of 45 °C and 1 bar of pressure,®* whereas the standard Haber-Bosch type
industrial process requires 450 °C and 200 bar.>>

Green chemistry metrics offer quantitative evaluation of the sustainability of chemical
processes through toolkits, such as the CHEM21 metrics toolkit'>® and the DOZN 2.0 green
chemistry evaluator.’>” These metrics help assess the performance and sustainability of
chemical processes and enable systematic comparison between methods. Important
metrics include the yield, conversion, selectivity, AE, RAE or reaction mass efficiency (RME),
E factor or process mass intensity (PMI), as defined in Equations 4-8.1%>14° Additionally, the
total carbon dioxide release (TCR) can be calculated to estimate the carbon footprint in a
process. For TCR calculation, PMI values for organic compounds, leading to organic waste,
and water, originating from incineration of water waste, are used and multiplied by the
appropriate factor (Equation 9).2°8 Although this metric is designed for the pharmaceutical
industry, it can still provide useful insight into reaction sustainability.

molecular mass of product

= 0,
sum of molecular masses of all reactants * 100% )

mass of isolated product
RME = X 100% (5)
sum of masses of reactants

total mass of waste

E factor = 6
actor mass of product ©)

total mass in a process

PMI = 7

mass of product @

PMI = E factor + 1 (8)

TCR = (PMI organic X 2.3 + PMI water X 0.63) 9
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AE is a simple theoretical metric that describes how many atoms from the starting
materials are incorporated into the final product. However, it does not consider the
reaction stoichiometry and assumes 100% yields. The RME (or RAE) is similar to AE but
reflects the actual efficiency of reactant use because it also accounts for the
stoichiometry and product yield. Currently, PMlI is probably the most widely used metric,
as it reflects the total amount of input materials (including all the reagents, solvents,
catalysts and work-up chemicals) required to synthesise a product, while also considering
the yields and stoichiometry. The PMI is therefore a useful indicator for comparing
processes and identifying areas requiring improvement during process development. The
E factor is closely related to the PMI but focuses on the evaluation of waste generation.
The closer the E factor is to 0 (and PMI to 1), the less waste-intensive the chemical
process is.14>149

The CHEM21 toolkit and DOZN 2.0 evaluator include qualitative parameters, such as
solvent selection, catalyst use, energy consumption and health and safety concerns.
These parameters are categorised as “preferred” (green flag), “acceptable” (amber flag)
and “undesirable” (red flag), indicating how well a process aligns with sustainability
principles and highlighting areas requiring improvement.

1.3.5 Advantages of mechanochemistry

Besides the sustainability benefits of mechanochemistry (discussed in the previous
chapter), this method can often outperform solution-based approaches in several ways.
Neat-grinding or solvent-minimised environments help overcome the solubility
limitations of the reactants. In conventional solvent-based chemistry, reagents must be
dissolved in specific solvents to react, which often limits the choice of starting materials
due to solvent incompatibility. Moreover, the absence of bulk solvents avoids solvent
conditioning steps (such as distillation or drying), which can be time- and energy-
intensive. Mechanochemical reactions are generally conducted under ambient
conditions, whereas some solution-based protocols require inert atmospheres,
necessitating the use of a glovebox or nitrogen atmosphere.19214414> Notable examples
include the ability to conduct Grignard®>® or Barbier'® reactions without the need for dry
solvents or inert atmospheres. Due to the high concentration of reagents in
mechanochemical systems, reactions often proceed with faster reaction rates, resulting
in improved yields, shorter reaction times, lower catalyst loadings, and reactivity
inaccessible under solvent-based conditions. 102144145

Mechanochemistry can also produce unexpected reaction outcomes, which may not
be accessible in solution-based synthesis. An early example is the dimerisation of Cgo
fullerene. It was initially expected that milling with potassium cyanide (KCN) would
produce a hydrocyanation product; however, a dumbbell-shaped Ciyo product was
obtained instead.1®!

Although mechanochemistry offers many advantages, areas remain where it cannot
solve all synthetic challenges. For example, scale-up and control of the kinetics of highly
exothermic reactions can be problematic. Producing a homogeneous reaction mixture
can sometimes be challenging, and additional elucidating measures, such as adding solid
grinding auxiliaries or LAG additives to improve homogenisation, may therefore be
required. Understanding reaction kinetics also requires more specialised equipment for
in-situ measurements. Furthermore, the solvent cannot be fully avoided because
mechanochemical reactions often yield crude mixtures requiring work-up or purification
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to isolate the target product. Mechanochemistry therefore complements solution-based
techniques by compensating for some limitations of the latter.

1.3.5.1 Mechanochemical synthesis of cyclohexanohemicucurbiturils

Solid-state synthesis can be beneficial for preparing molecules less favoured in solution,
including HCs. In 2019, Aav’s group demonstrated for the first time that chiral (R,R)-
cycHC[6] and (R,R)-cycHC[8] can be quantitatively synthesised in the solid state.'” This
acid-catalysed, template-directed polycondensation reaction proceeds via two major
steps, in which the LAG additive serves as the acid catalyst source and template. First,
mechanical agitation of the reactants produces a mixture of solid oligomers and
macrocycles. Second, during prolonged aging, template-assisted self-assembly of
oligomers into (R,R)-cycHC[6] and (R,R)-cycHC[8] occurs. The macrocycle formed
depends on the template used; HCl is used to selectively form cycHC[6], and HCIO, is
used to form cycHCI[8].

Using diluted HCI did not produce quantitative yields of cycHC[6], presumably due to
the lower concentration of chloride anions. Additionally, manual grinding was
insufficient due to the evaporation of HCI. Therefore, using concentrated aq. HCI proved
to be the best approach, providing quantitative yields of cycHC[6] after milling and
aging.V’

Trifluoroacetic acid (TFA) is used as a template source in the solution-based synthesis
of cycHC[8]; however, this was ineffective in the solid state, as the trifluoroacetate binds
weakly with the macrocycle (K, < 10 M™).54 Replacing the TFA with HCIO4 enabled full
conversion to cycHC[8] in solid state due to the stronger binding affinity of the
perchlorate anion (Ka= 470 + 20 M™).%* It was observed that the solid state formation of
cycHC[8] proceeded faster (in 1 day) and at lower temperatures (as low as 45 °C)
compared to cycHC[6] (3 days at 60 °C). This was attributed to the higher acidity of HCIO,,
as the ratio of acid to the obtained products remained constant.’

Very recently, thio analogues of HC[6] and cycHC[8] were synthesised by Reany,
Keinan and co-workers (Figure 16) using a mechanochemical approach similar to that
used for cycHC[n] synthesis.!® This process also involved the mechanochemical agitation
of reactants, followed by thermal aging.
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thioHC[6]

(R,R)-thio-cycHC[8]

Figure 16. ThioHC[6] and (R,R)-thio-cycHC[8].

Solution-based synthesis with the monomer ((R,R)-octahydro-2H-benzimidazol-2-
thione) proved unfavourable because, it is acid-sensitive, leading to a mixture of
oligomers or decomposition products. Therefore, they adopted a similar
mechanochemical approach to that used for cycHC[n]s. Notably, the first reaction,
carried out under similar conditions to cycHC[6] synthesis with conc. HCI, showed that
thio-cycHC[8] was favoured over thio-cycHC[6], which could not be obtained. Different
tetrabutylammonium (TBA) salts of templating anions, with conc. HCl as an acid catalyst,
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were screened. These included BF4-, ClO47, PFg”, TfO7, |57, and I, affording thio-cycHC[8]
in 62—-92% isolated yields.

Although thio-cycHC[6] was not obtained in this system, a 6-membered thio analogue
was successfully synthesised from ethylene thiourea, whereas the corresponding
solution-based approach was unsuccessful.® Here, mechanochemistry provided an
advantage. Thio-HC[6] was synthesised using conc. HCl as acid and different TBA salts
(CI-, Br~and I), giving thio-HC[6] in 75—-90% isolated yields.

The formed thio-cycHC[8] analogue showed almost twice the anion-binding affinity
compared to cycHC[8],% possibly due to the higher polarisability of sulphur compared to
oxygen in cycHC[8]. However, the binding order was the same for both the oxo and thio
analogues of cycHC[8]: PFs~ > ClO4~ >TfO". Thio-HC[6] showed the binding order I"> CI~ >
Br.1®
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2 Motivation and Aims for the Present Work

The primary motivation of this research stems from the inherent limitations of traditional
solution-based synthesis for complex macrocyclic HC-type cavitands, which prompted
the exploration of a mechanochemical synthesis approach. The specific aims of the thesis
were as follows:

e Selective assembly of chimeric mono-biotinylated hemicucurbit[8]uril
(mixHC[8]). Navigate through different chemical parameters to selectively
amplify the generation of a mono-functionalised macrocycle. Investigate how
different chemical and mechanical parameters affect the yields of mixHC[8].

e Contribute to the development of a general and reliable methodology to
guantify yields in mechanochemical syntheses of HCs as a prerequisite for using
data-driven optimisation algorithms.

e Develop scalable and high-yielding mechanochemical synthesis of biotin[6]uril.
Achieve decagram-scale production of biotin[6]uril after optimisation studies,
including the transition from a shaker to a planetary ball mill.

39



3 Results and Discussion

3.1 Covalent assembly of cycHC[8] and mixHC[8] in solid state
(Publications | and Il)

Based on previous research on the solid-state synthesis of cycHC[n],*” the idea arose to
incorporate D-biotin into the cycHC[8] structure in order to expand the versatility of the
receptor molecule. For example, in sensing applications, this functionality enables
immobilisation on solid supports and post-functionalisation via amide coupling to
prepare receptor molecules.? Moreover, esterification of biotin[6]uril resulted in
hydrophobic analogues for transmembrane anion transport carriers.® The D-biotin
monomer (B) was chosen because it bears a urea moiety that enables macrocycle
formation, is commercially available and contains a carboxylic group which is appealing
for further derivatisation purposes.

The selective generation of mono-biotin containing cyclohexanohemicucurbituril
from a complex mixture is a major challenge, as the number of possible linear and cyclic
species increases with the number of monomeric units added. As the biotin monomer is
non-symmetric, it can be incorporated in different orientations within the oligomer
structures, which further complicates the mixture and increases the number of plausible
intermediates. According to a combinatorial assessment conducted by Marko Vendelin,
approximately 50,000 possible linear and cyclic oligomers (2 to 10 monomeric units) can
form. However, template-assisted cyclisation reduces the number of possible products.
Only 498 distinct 8-membered cyclic products are possible when accounting for the
number of biotin and cyclohexa-1,2-diylurea (CU) monomers, the possible orientations
of the asymmetric biotin unit, and the monomer sequence (Figure 17).

Figure 17. Synthetic scheme and complexity of intermediates involved in the formation of HC[8]s
investigated in this work.

The first attempts to synthesise mono-functionalised mixHC[8] in acetonitrile solution,
following the known protocol for cycHC[8],% were promising. B and CU monomers were
used in a stoichiometric 1:7 molar ratio and mixed with paraformaldehyde, using TFA as
a Brgnsted acid catalyst and templating agent. MixHC[8] was obtained in 9% yield, along
with cycHC[8] as the major product (38% vyield), that is, in a ca. 1:4 ratio. This product
ratio did not reflect the expected statistical distribution of 1:7 based on the starting
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monomers, suggesting a dependence on the reaction conditions, such as acid, solvent,
concentration, temperature or other experimental variables.

In solution-phase synthesis, the compatibility of the solvent with reagents determines
the efficient diffusion and mixing of starting materials, intermediates and products,
thereby influencing their reactivity. Poor solubility can hinder reactions, especially in
DCC, by limiting the exchange between the reactants. Therefore, we envisaged that
mixHC[8] could be assembled more efficiently in the solid state, where solubility is not a
limiting factor, non-covalent interactions are not obstructed by solvent molecules and
templation is enhanced due to the high concentration of reactants.'®? Previous studies
with cycHC[8] mechanosynthesis'” have demonstrated that covalent self-assembly in the
solid state requires only minimal amounts of liquid additive!03117:183 to facilitate proton
transfer, mediate anionic template delivery and promote conformational flexibility.

According to the combinatorial analysis, complete conversion of a 1:7 molar ratio of
B:CU into HC[8] products is assumed to direct 498 possible 8-membered cyclic
combinations to a 12% yield of mixHC[8] and an 82% yield of cycHC[8], resulting in a ratio
of 1:6.8. The above-mentioned deviation from the statistical distribution (1:7) of
mixHC[8] and cycHC[8] in solution-phase synthesis motivated us to investigate whether
the selectivity of mono-biotinylated mixHC[8] formation could be enhanced by
mechanosynthesis.

3.1.1 Condition screening and optimisation studies

Reaction mixtures produced by mechanochemistry are generally heterogeneous and
consist of liquid and various solid phases, including crystalline, amorphous and
polymorphic solids. Mixture homogeneity (that is, uniform composition) depends on the
amount of LAG additive and may display substantial variations in chemical composition.
Thus, accurate quantification of products requires a reliable analytical method. NMR
analysis is insufficient for this purpose because the reaction mixture is highly complex,
containing oligomers and various products with overlapping signals in the *H NMR
spectra. In contrast, high-performance liquid chromatography coupled with ultraviolet
and mass spectrometric detection (HPLC-UV-MS) offers separation of mixHC[8] and
cycHC[8], as well as identification and quantification based on their calibration graphs.
However, accurate analysis is further complicated by mass fluctuations caused by
evaporation of water or its absorption from the air. This influences the concentration of
solids and the reaction mixture inhomogeneity (i.e. uneven distribution of components
in the solid reaction mixture). Although the use of an internal standard for yield
determination in homogeneous solvent-based synthesis is well established, its
application in solid-state synthesis has not been thoroughly validated.

The condensation reaction between urea monomers and formaldehyde produces
water as a side product, thereby changing the liquid-to-solid ratio in the reaction mixture
during milling and aging. Therefore, triphenylmethane (TPM) was used as a solid internal
standard and introduced to the reaction mixture before the milling step to mitigate the
issue with uncontrollable water evaporation throughout the whole reaction process.
TPM was chosen due to its chemical inertness (it is unreactive towards strong acids,
monomers and macrocyclic products), stability and strong UV absorbance, which allowed
the use of very small amounts of standard (usually ca. 3% w/w) without interfering with
the mechanochemical reaction. A single-point measurement approach was used for the
analysis of mechanochemical mixtures, meaning that random sampling was done from
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different parts of the milling jar and parallel HPLC samples were prepared and analysed.
The analytical method was developed and the analysis performed by Tatsiana Jarg.

Several parameters affecting the TPM distribution were investigated, including the
amount of LAG, milling duration, TPM loading and total mass of solid reactants. TPM was
shown to be distributed uniformly in the reaction mixture during the mixHC[8] synthesis,
except when n > 0.5 pL/mg. Similar trends were observed for the distribution of mixHC[8]
and cycHC[8] within the reaction mixtures, demonstrating increased inhomogeneity at
higher LAG amounts (Figure 18). Importantly, product distribution depends on the
reaction outcome. Reactions carried out under unfavourable conditions resulted in poor
yields and consequently greater variation between replicate measurements. The
importance of the milling time was also demonstrated. Although a short 5-min milling
time was enough to distribute the small amount of internal standard uniformly
throughout the mixture, it was insufficient for homogeneous mixing of other reaction
components. Increasing the number of parallel measurements can improve the reliability
of the results.
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Figure 18. Distribution of mixHC[8] (A) and cycHC[8] (B) in crude reaction mixtures under different
conditions, expressed as relative standard deviation (RSD) of corresponding peak areas from
replicate samples (n=3). RSD < 5%: acceptance criteria for sufficient homogeneity.

Based on the variability in component distribution in the reaction mixtures, single-
point measurements for mechanochemical reaction yield determination must be
properly investigated and validated to ensure accurate results representing the whole
reaction mixture.

Once a reliable analysis method for yield determination was developed, optimisation
studies were conducted. Response surface methodology (RSM) was used for the design
of experiments and screening of reaction conditions to explore the influence of multiple
reaction parameters on the formation of 8-membered macrocycles simultaneously.'®*
The HPLC yields of mixHC[8] and cycHC[8], which were determined after the aging step,
were visualised as 3D response surfaces, identifying the favourable conditions for the
assembly of mixHC[8] over cycHC[8]. The ratio of monomers, amount of aqueous mineral
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acid (HCIOg4), milling duration and aging temperature, all of which influence the
macrocyclisation of cycHCs,”® were investigated at the same time. The goal was to
determine the optimal reaction conditions to maximise the mixHC[8] yield.

The monomer ratio (B:CU) was varied between 1:5 and 1:15 equiv. to evaluate its
effect on the selectivity of the self-assembly process and macrocycle composition, as the
ratio of monomers could affect the number of biotin units incorporated into the
macrocyclic structure. An excess of biotin could be beneficial if it reacted more slowly
than CU monomer, whereas an excess of CU could suppress the formation of
polybiotinylated side products. The acid loading ranged from 0.5 to 4 equiv. This
parameter accounts for the number of templating anions, protons required for the
condensation and cyclisation reactions and water for the liquid grinding additive, while
the maximal loading was capped to remain within the LAG conditions and the minimal
loading was close to neat grinding. The milling duration was between 10 and 60 min,
during which mechanical energy was added to the system and the polycondensation
reaction and monomer shuffling occurred. It was previously shown that 30—-60 min is
sufficient to provide quantitative yields for cycHC[n]s,*” and we wanted to determine
whether the milling time could be decreased, while ensuring sufficient mixing of reagents
and mechanical energy transfer. Finally, the aging temperature range was between 35
and 75 °C; at this step, the self-assembly of oligomers to macrocyclic products takes place
and it was previously shown that elevated temperatures accelerated the formation of
macrocycles.'’

After selecting the variable parameters, experiments were planned in Design-Expert
13 software!®® using an optimal (custom) design for four numeric factors with a
polynomial model with a quadric process order. 23 experiments were conducted and
reaction mixture content was analysed after the aging step. Based on HPLC results,
response surfaces were plotted and analysed.

The analysis of 3D response surfaces revealed that the formation of mixHC[8] and
cycHC[8] was sensitive to the monomer ratio and acid loading (Figure 19). Changing the
monomer ratio did not significantly impact the yield of mixHC[8]; however, using excess
CU monomer led to a clear increase in the generation of homomeric cycHC[8]. The
amount of HCIO,4 was the most vital parameter influencing chimeric mixHC[8] formation.
The highest yields for mixHC[8] were obtained within the specific range of 1.2 to 3.0
equiv. of HCIO4, while cycHC[8] was less sensitive to the acid loading. This finding
emphasises the differences in mixHC[8] and cycHC[8] generation in response to changes
in reaction conditions. The milling duration and aging time were less significant, although
the optimal aging temperature for mixHC[8] ripening was determined to be between 40
and 65 °C. This RSM study helped achieve a 20% vyield for mixHC[8] under the following
conditions: 3 equiv. of template, 1 h of milling and 24 h of aging at 60 °C, which were
selected for further optimisation studies.
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Figure 19. 3D response surfaces displaying the effects of monomer ratio and acid loading on the
HPLC yields of (A) mixHC[8] and (B) cycHC[8], and the effects of aging temperature and loading of
acid on the HPLC yields of (C) mixHC[8] and (D) cycHC[8].

Building on previously established conditions using perchloric acid, we further
investigated alternative templating systems, the role of salt additives, and specific kinetic
requirements of milling and aging to achieve the highest possible yields.

Previous binding studies with cycHC[8] showed good affinity towards
hexafluorophosphate (PFs7),%* and this has been used as an efficient template for
cycHC[8] synthesis in solution.®® Based on this information, HPFs was selected as an
alternative reagent to mediate the solid-state formation of mixHC[8] (Figure 20A).
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Figure 20. Bar charts describing the effect of acid anions in solution-phase synthesis and in the solid-
state (A) and hexafluorophosphate salt cations in the solid state (B) on the yields of mixHC[8]

(magenta) and cycHC[8] (grey). Error bars express the standard deviation of HPLC yields between
the reproduced reactions (n = 2-8).
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Notably, replacing HCIO, with HPFg increased the yield of mixHC[8] to 28% and
reduced the formation of cycHC[8]. Since mixHC[8] formation was sensitive to the acid
loading, three hexafluorophosphate salts (AgPFs, [Cu(CHsCN)4]PFs and KPFg) were tested
as additives to partially substitute the acid while maintaining a constant concentration
of templating anion (Figure 20B). It was also assumed that Ag* and Cu* cations could
potentially promote mixHC[8] formation due to their affinity for biotin’s sulphur atom,
thus promoting its incorporation into the macrocycle.'%4-1%8 However, the addition of Ag*
and Cu* salts had minimal effect on mixHC[8] formation while increasing the yield of
cycHC[8] compared to the HPFs-only system. This suggests a reduction in CU-rich mixed
oligomers, which can reorganise and provide free CU for the formation of cycHCI[8].
Among the tested salt additives, KPFg provided the best results, yielding 37% mixHC[8]
alongside 38% cycHC[8]. Additional optimisation with RSM with KPFs/HPFs did not
improve the mixHC[8] yields.

With the best templating combination (2 equiv. HPFs and 1 equiv. KPFg), the monomer
ratio, milling time and aging duration were additionally optimised. Monomer ratios of 1:5,
1:7 and 1:15 were checked. A stochiometric ratio of 1:7 proved to be the best (Table 1).

Table 1. Screening monomer ratio.

HPLC yield, %
Entry Monomer molar ratio
mixHC[8] cycHC[8]
1° 1:5 34 30
2b 1:7 37+2 38+2
3¢ 1:15 27 62

HPLC yields are provided as mean value + standard deviation for the reaction reproduced 4 times
for P and € are single experiments. The deviation between triplicate HPLC measurements did not
exceed 0.7%.

The milling time was varied from 5 to 90 min (Table 2). A mixHC[8] yield of 37% was
achieved after 20 min. However, a milling time of 60 min was selected to ensure efficient
mixing and distribution of intermediates. Increasing the milling time to 90 min did not
improve the yields. Shorter milling times also did not benefit the yield of mixHC[8] and
required a longer aging time (Table 3).

Table 2. Screening milling times.

Entry Milling time, min  mixHC[8] HPLC yield?, %  cycHC[8] HPLC yield?, %

1 5 15.5+0.4 5543
2 10 23.9+0.2 3943
3 20 371 39+1
4 30 3344 3243
5 45 2614 2914
6 60 37+2 38+2
7 90 34+1 32+1

The deviation between parallel measurements did not exceed 3.1%; ? Average HPLC yields
expressed as the mean value + standard deviation between reactions reproduced n times (n = 2—
4).
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The aging duration was varied from 0 to 24 h (Table 3). It was found that the aging time
could be substantially shortened to 3 h. When the reaction was milled for 20 min and aged
for 3 h, a lower yield of mixHC[8] was obtained compared with the reaction milled for 60
min. Therefore, the optimal aging duration for a 60-min milled reaction was 3 h.

Table 3. Screening aging duration.

Entry Aging time, hr mixHC[8] HPLC yield®, %  cycHC[8] HPLC yield?, %

1 0 1313 18+4
2 3 38+1 34+2
3 6 38+1 35.3+0.1
4 12 32.1+0.5 33+2
5 24 37%2 38+2
6 3P 30.1+0.3 31.7+0.2

The deviation between parallel measurements did not exceed 1.5%; ® Average HPLC yields
expressed as the mean value + standard deviation between reactions reproduced n times (n = 2—
4).® Reaction mixture was milled for 20 min.

After optimisation of the key parameters, the highest yield of mixHC[8] was 38% after
a total reaction time of 4 h, representing an approximately fourfold improvement over
the initial results obtained in solution-phase synthesis. Careful fine-tuning of the
chemical environment and mechanical parameters helped efficiently direct the covalent
self-assembly from a complex library of ca. 50,000 possible members towards two major
products, homomeric cycHC[8] and new chimeric mixHC[8].

3.1.2 Overview of self-assembly mechanism

The synthesis of mono-biotinylated mixHC[8] via mechanochemistry is a complex
example of DCC, where the final product distribution is governed by the interconversion
of thousands of intermediates. The synthesis is carried out in two stages. Firstly, milling
of the reactants generates a rich DCL of numerous linear and cyclic intermediates via an
acid-catalysed  polycondensation  reaction between the monomers and
paraformaldehyde. Secondly, during subsequent aging of the crude reaction mixture,
DCL intermediates self-assemble into stable macrocyclic products around the anionic
template.

HPLC-MS analysis, conducted by Tatsiana Jarg, revealed that coupling between CU
monomers is kinetically preferred. This occurs at the initial phase of the
polycondensation reaction after only 5 min of milling before CU-CU dimers begin to
decay as they are incorporated into longer oligomer chains. Conversely, the
condensation of biotin monomers is significantly slower, and B-B dimer decay was absent
in this case; however, even for biotin monomers, the maximum amount was reached
after 5 min.

The composition of the reaction mixture changes between the end of milling and after
aging (Figure 21). Directly after the milling stage, the yields of macrocycles remained
below 20% but increased noticeably after aging. This could be attributed to the high
entropy during milling, which prevents steady interaction between the template and
macrocycle, which is necessary for cyclisation.'”®* The duration of milling determines
what will occur after aging. If the reaction mixture is milled for a short time (5 min) and
contains mainly CU oligomers, then after aging, the dominant product is cycHC[8] with a
55% yield, along with a minor amount of mixHC[8] (16% yield). However, milling for 60
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min further allows the rapid C-N bond formation and cleavage, causing dynamic changes
in the DCL profile with a random distribution of biotin units in the oligomeric structure.
This significantly increases the HPLC yield for mixHC[8] from 16% to 37%, with a
concurrent decrease in cycHC[8] yields to 38% after aging, resultingina 1:1 product ratio.
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Figure 21. Best reaction conditions for mixHC[8] mechanosynthesis and HPLC yields of mixHC[8]
(pink) and cycHC[8] (grey) after only milling (A) and after aging (B).

3.1.3 Preparative synthesis and green metrics evaluation

After establishing the optimal reaction conditions, the procedure was repeated several
times to produce 2.6 g of crude reaction mixture with each mixHC[8] diastereoisomer.
The resulting crude reaction mixture required a multistep purification procedure to
separate mixHC[8] from cycHC[8] and oligomeric by-products. First, the dry crude
reaction mixture was treated with 5% KOH in methanol for 45 min to convert the
mixHC[8] to its potassium salt. The methanol and water were removed by three
successive azeotropic evaporations with toluene until a dry mixture formed. Next, solid-
liquid extraction with toluene was performed to remove the majority of the more soluble
cycHC[8]. The remaining solid was then dissolved in water, resulting in a milky
suspension, which was subsequently acidified with HCI until the pH was 2-3, causing the
formation of a white precipitate. The solid was then filtered and dried in air. Finally, the
remaining dry solid was purified via flash column chromatography to yield pure mixHC[8].
CycHC[8] and oligomers were also obtained but were not separated by this approach.

This procedure afforded 225 mg of (+)-mixHC[8] (11% yield and 90% NMR purity) and
320 g of (-)-mixHC[8] (16% yield and 88% NMR purity). Detailed characterisation of the
products is provided in the corresponding article supporting information.

Depending on the CU monomer used, two different enantiopure diasterecisomers
were obtained, each showing slight conformational differences. A density functional
theory (DFT) study, performed by Rauno Reitalu and Mario Oeren, revealed that the
mixHC[8]s, predominantly composed of CU units, are altered mainly by the biotin
position. The sulphur atom in the biotin monomer is oriented toward the inside or
outside of the macrocycle cavity. As a result, the two diastereoisomers give distinct NMR
spectra with the most pronounced differences observed for the biotin envelope moiety
(Figure 22).
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Figure 22. MixHC[8] diastereoisomers, their DFT models and respective 'H NMR spectra.

Solvent-free synthesis of mixHC[8] showed a much lower reaction PMI (= 4) than the
reaction carried out in acetonitrile solution (PMI = 306), reflecting the higher yields and
conversion to products. PMI values were calculated based on the HPLC yields obtained
after the aging step. For these calculations, all the input reactants were summed and
divided by the product mass calculated from the HPLC result. Although the solution-
based synthesis was not optimised and the isolation procedures were not compared, it
is reasonable to assume that they would be similar.

3.1.4 Anion-binding properties and applicability

As mentioned, mixHC[8] diastereoisomers have different conformations due to different
biotin monomer positions. Anion-binding studies with both mixHC[8] diastereocisomers
were performed using isothermal titration calorimetry (ITC), performed by Tatsiana Jarg,
and the cycHC[8] data was available from a previous study (Figure 23).%4
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Figure 23. Correlation between association constants and anion volumes obtained from ITC
analysis.

The mono-biotinylated macrocycles formed complexes with chaotropic anions (ClO4~,
PF¢~ and SbFs™) in methanol and a methanol-water mixture (1:1) through an exothermic,
enthalpy-driven process. The (+)-mixHC[8] showed higher binding affinities than its (-)-
diastereoisomer across all anions, and for perchlorate, the binding efficiency was almost
twice as high as for (+)-mixHC[8] and cycHC[8]. The association constants for PFs~ were
higher than those of ClO,™ in both media, supporting its enhanced templating effect in
the mechanosynthesis of mixHC[8]. The differences in binding affinity among all three
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macrocycles were least pronounced for PFs~, whereas SbFs~ and ClO,4~ exhibited stronger
binding to cycHC[8] and (+)-mixHC[8], respectively. These observed differences reflect
the variations in cavity properties and steric features, highlighting their relevance to
tailored applications and selective guest binding.

The carboxylate side chain of mixHC[8] was used to covalently immobilise it on the
surface of 3-aminopropyl silica gel (APS), resulting in a functional material. This material
was further used to selectively capture perchlorate anions from solution. When mixHC[8]
is covalently bound to APS, the macrocycle remains in the solid phase even in solvents in
which it is soluble, such as dichloromethane or methanol, and can therefore be used in
solid-liquid extractions. Functionalisation and perchlorate removal experiments were
conducted by Tatsiana Jarg.

3.2 Scalable mechanochemical synthesis of biotin[6]uril (Publication Ill)

As discussed in Chapter 1.2.1 of the literature overview, the solution-based procedure
for B[6]U delivers moderate yields of 40-60%, requires a long reaction time (48 h) and
synthesis is limited to gram-scale (Figure 24). Additionally, substantial hazardous waste
is generated, primarily due to the large amount of strong mineral acids used and the
process is labour-intensive. Building on previous work on cycHC[n]*” and mixHC[8]° in the
solid state, we therefore focused on developing a practical mechanochemical approach
to the large-scale synthesis of B[6]U with high purity. This approach enables a drastic
decrease in the consumption of toxic solvents and affords higher yields, both of which
contribute to a lower environmental impact compared with the solution-based method.

The mechanochemical approach to B[6]U is similar to that in previous works>®'” and
involves two steps. First, a dynamic covalent library of oligomers is generated via the
mechanochemical acid-catalysed polycondensation reaction between the D-biotin
monomer and paraformaldehyde during the milling stage. Second, template-assisted
covalent self-assembly is promoted during aging at 60 °C, yielding the macrocyclic
product B[6]U.
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Figure 24. (A) Solvent-based synthesis of B[6]U (previous work)®® and (B) mechanochemical
approach to B[6]U (this work).
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The investigation began with optimisation studies in a shaker mill to determine the
most suitable templating agent and aging duration to maximise product formation. This
was followed by the scale-up in the shaker mill. The procedure was later adapted for the
planetary mill to produce decagram quantities of the product. Finally, the developed
method was compared with solution-based synthesis by green chemistry metrics.

HPLC yields for B[6]U were calculated similarly to mixHC[8]. The analysis was
conducted after the aging step, and calibration graphs were constructed for the B[6]U
standard and TPM as an internal standard. Reaction mixtures were sampled n times (n =
2-5). Careful sampling and analysis enabled monitoring of the inhomogeneity of reaction
mixtures, which is induced by insufficient mixing of reactants or incomplete
condensation reaction. The reactions were carried out together with Eve Schults.

3.2.1 Optimisation experiments in a shaker mill

Screening reactions were performed on a 1 mmol scale, based on D-biotin, by milling the
reactants in 15 mL ZrO,-coated grinding jars for 1 h at 30 Hz using a single milling ball.
After milling, the reaction mixture was transferred to a capped glass vial and aged at 60
°C for several hours, followed by HPLC analysis. During optimisation, the primary focus
was on identifying the most effective templating additive and aging time, as these are
the two key parameters impacting the product yield. The milling time was kept constant
at 60 min. This time was selected to ensure the completion of the condensation reaction
between the biotin monomers and paraformaldehyde, as well as a homogeneous
distribution of templating agent.>*’

Anionic templates govern the self-assembly process and stabilise the forming
macrocycle; thus, determining the best template is crucial. Anions with stronger binding
affinities usually serve as more effective templates.>’® Chloride and bromide anions were
shown to be effective templates in solution-based synthesis;®° thus, the first attempts
were performed with 38% aq. HCl and 48% aq. HBr (0.5 equiv.). Under mechanochemical
conditions (Figure 25) with 38% HCI, B[6]U formed with a 64% HPLC yield, while 48% yield
was achieved in solution-based approach. The best results in mechanosynthesis were
achieved with 48% aq. HBr (91% HPLC yield), but decreasing the amount of HBr to 0.3
equiv. further increased the HPLC yield to 95%. This outcome is consistent with the
significantly higher binding affinity constant of bromide (K, = 540 M%) to chloride (K, =
55 M?) for B[6]U.° This shows that in the solid-state, the choice of template (Br~ or CI7)
has a stronger effect on the yield of the product (>91% vs 64%) than in solution (63% vs
48%),%° probably due to the stronger interactions with the templating anion in the
concentrated reaction media, which are not affected by solvent molecules.>¢? During
the optimisation of mixHC[8] synthesis, it was found that the combination of solid and
liquid templating agents resulted in the best outcomes.® Therefore, the combination of
48% aq. HBr with solid NaBr (0.3 + 0.2 equiv.) was attempted, but was found to be
ineffective in this case. A combination of 50% ag. H,SO,4 with solid NaBr salt (0.5 equiv.)
also produced only 55% B[6]U. Mechanochemical reactions under LAG conditions can be
sensitive to the amount and properties of LAG additives.''”1¢3 The LAG additive in the
B[6]U synthesis was water, and n remained in the range of 0.13-0.21 pL/mg. This range
is relatively small compared to the addition of solid NaBr or sulphate anion to the
templating media, which both appear to hinder the self-assembly of B[6]U under these
conditions.
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Figure 25. Screening different templates. General reaction conditions: 1 mmol biotin, 1 h of milling
at 30 Hz and 24 h aging at 60 °C. HPLC yields were determined via multiple sampling (n = 3) of the
reaction mixture, containing TPM as internal standard. Black error bar expresses the standard
deviation of replicate measurements, and blue error bars show total error, including within- and
between-reaction variance.

Various aging durations were evaluated across all tested templating agents, to
optimise the aging time (Figure 26).
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Figure 26. Screening aging duration. General conditions: 1 mmol reaction scale, 1 h milling at 30
Hz. HPLC yields were determined via multiple sampling (n = 2-3) of the reaction mixture, containing
TPM as internal standard. Black error bar expresses the standard deviation of replicate
measurements, and blue error bars show total error, including within- and between-reaction
variance.

A shorter aging time of 3 h consistently produced lower yields (54-76%),
demonstrating that insufficient aging results in incomplete product formation. Increasing
the aging duration to 48 h generally improved the yields. The most noticeable increase
was observed with 38% aq. HCI, from 64% to 84% B[6]U. However, with the optimal
template (0.3 equiv. HBr), the yield remained comparable to that with the 24 h aging
time. This shows that the self-organisation is faster with the HBr template, which is
consistent with the stronger affinity of B[6]U towards the bromide ion.%° Generally, 24 h
aging appeared to be the optimal aging duration for the HBr template and aging was
found to be an important step for macrocycle formation. Without the aging step and with
milling only, the HPLC yield dropped significantly from 95% to 40%, where most of the
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mixture remained as oligomers of various lengths. This aligns with previous studies,>’
confirming that the additional aging step is crucial for effective amplification of the target
macrocycle, thereby reducing the need for further lengthy purification from linear
oligomers.

In conclusion, during the optimisation studies, the optimal conditions for B[6]U
mechanosynthesis were determined to be 48% aq. HBr (0.3 equiv.) with 1 h of milling at
30 Hz, followed by aging at 60 °C for 24 h, providing B[6]U in high 95% yield.

3.2.2 Scaling up in a shaker mill

The next step was to scale up the developed process while maintaining high yields. We
started with upscaling in a shaker mill with the 15 mL ZrO,-coated milling jars used
previously. However, the jar loading was increased stepwise, while maintaining the
established optimal reaction conditions (Figure 27A). Increasing the milling load from 1
to 4 mmol (ca. from 250 mg to 1 g) led to a progressive decrease in HPLC yields from 95%
to 84%. This tendency is common in mechanochemical reactions and has been reported
before when using shaker mills,26%16%170 since the same amount of mechanical energy is
distributed across a larger amount of reactants.
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Figure 27. Scale-up reactions in shaker mill using 15 mL (A, purple) and 30 mL (B, yellow) milling
jars. HPLC yields were determined via multiple sampling (n = 3) of the reaction mixture, containing
TPM as internal standard. General reaction conditions: 60 min of milling and 24 h aging at 60 °C.
*— milling duration 5 min.

As the shaker mill was operating at its maximum milling frequency of 30 Hz, the total
mechanical energy input could only be increased by prolonging the milling time beyond
1 h. However, based on a previous study with mixHC[8], showing that the
polycondensation reaction of D-biotin and cyclohexa-1,2-diylurea monomer can be
relatively rapid (<30 min), we reduced the milling time. This was tested by conducting a
reaction at the 4 mmol scale with a 5-min milling time only, demonstrating that B[6]U
was formed in 82% yield, comparable to the 86% yield obtained with 1 h of milling. Thus,
only a relatively short initial milling period is required to initiate the reaction, which then
occurs under the static conditions of aging.

Notable changes in the reaction mixture rheology were also observed at larger scales.
While the 1-mmol-scale reactions formed free-flowing solid particles after milling,
upscaled reactions produced a highly adhesive paste, which coated the surfaces of the
milling jars and balls, hindering removal from the milling vessel. After aging, the reaction
mixture solidified into a tough mass, which was difficult to break apart with a spatula
(Figure 28).
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Figure 28. Photos of shaker mill upscaled reaction steps: A — starting materials in the jar, B —
reaction mixture after milling, C — reaction mixture transferred to a glass vial and D — reaction
mixture after aging.

The 15 mL jars were switched to larger 30 mL ones to enhance the yield of B[6]U
(Figure 27B). Simultaneously, the reaction scale was tripled to 12 mmol and B[6]U was
obtained with nearly 90% HPLC yield. Even though the average yield was high, substantial
variation occurred in the HPLC results; data analysis according to the standard procedure
resulted in values from 78% to 105% for samples collected from different sections of the
milling jar. This variation was attributed to the inhomogeneity of the reaction mixture,
probably due to insufficient mixing of the reagents and internal standard, resulting in
erroneous determination of yields. This inhomogeneity issue was not seen at lower
scales, highlighting the importance of sufficient milling. As shown in Publication Il, the
inhomogeneity of the reaction mixture increases the error, this is further confirmed in
this study.”* This further highlights the importance of reliable analysis when determining
yields in mechanochemical reactions.

The inhomogeneity hypothesis was checked by mixing reactants manually with a
spatula in a glass vial (4 mmol scale) without applying any advanced mechanical
treatment. This was followed by 24 h of aging at 60 °C. Surprisingly, the reaction
produced B[6]U with an average HPLC yield of 91%. However, the reaction mixture
composition showed higher variation (HPLC yields from 75% to 100%, resulting in a high
standard deviation of 14%) compared to the same scale shaker mill experiment, where
the standard deviation was below 4%. To improve homogeneity, reactants were also
grinded with a mortar and pestle for 5 min. This produced a more homogeneous reaction
mixture (standard deviation below 1.6%) but resulted in a lower average HPLC yield of
34%. The incomplete conversion was attributed to the loss of volatile HBr in an open
reaction vessel during grinding. These findings suggest that mechanical energy promotes
effective homogenisation, enabling uniform distribution of aqueous HBr as a catalyst and
templating agent, while also expediting the polycondensation reaction.

3.2.3 Scaling up in planetary mill
Further scaling up in the shaker mill was restricted by the jar volume, where the
maximum reaction scale was approximately 3 g. Thus, we aimed to transfer the
mechanochemical protocol to an in-house ND2L planetary mill (Torrey Hills
Technologies), supplied with larger 100- and 500-mL ZrO,-coated milling jars (Figure 29).
The initial experiments were conducted in a 100 mL jar using 10 g of D-biotin (41
mmol) with 80 x 6 mm ZrO, milling balls. The planetary mill was set to its maximum
spinning rate (575 rpm for the milling jar and 285 rpm for the planetary disk), while
maintaining the same reaction conditions as in the shaker mill. This resulted in an
average HPLC yield of 83% with a relatively high standard deviation of 11%, implying to
insufficient mixing.
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Figure 29. Scale-up reactions using 100 mL (A, orange) and 500 mL (B, pink) milling jars. HPLC yields
were determined via multiple sampling (n = 3—-5) of the reaction mixture, which contained TPM as
internal standard. General reaction conditions: 60 min of milling (if not stated otherwise) and 24 h
aging at 60 °C, 30 x 10 mm balls, no salt as additive. Acronyms used: Ny — number of balls, dp —
diameter of balls, added salt w/w — loading of salt (g) per 1 g of D-biotin.

The adhesive nature of the reaction mixture posed a major challenge here, as it caused
the milling balls to stick together, hindering proper mixing. Moreover, the dense paste
formed during milling could not be easily transferred to another vessel, hence the aging
step was conducted directly in the same sealed milling jar (Figure 30).

Figure 30. Photos of planetary mill upscaled reaction steps: A — starting materials in the jar, B —
reaction mixture after milling, C — reaction mixture after aging, D — cracking the solid reaction
mixture with a hammer and spatula, E — reaction mixture cracked into pieces and F — pulverised
reaction mixture.

Using heavier 30 x 10 mm milling balls improved the homogeneity (standard deviation
2.5%), although the average HPLC remained unchanged. To modify the reaction mixture
rheology, a solid grinding additive (NaBr) was introduced, which can also act as a
templating agent and promote B[6]U formation during the aging step. In previous work,
Pittelkow reported that the binding affinities of NaBr and KBr towards B[6]U are very
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similar (K; = 540 and K, = 490 M, respectively) in heavy water, with a modest preference
for the sodium salt.%° The addition of NaBr (0.5 g per 1 g of D-biotin, w/w) transformed
the rheology of the reaction mixture from paste to rock-solid mass and slightly increased
the HPLC yield to 86%. Nevertheless, it did not prevent aggregation into a single compact
mass stuck to the milling jar and balls, as initially hoped. Increasing the NaBr loading from
0.5 to 1 w/w led to a decrease in the HPLC yield to 80%, likely due to dilution of active
template and catalyst. Replacing NaBr with KBr had a positive effect, slightly increasing
the HPLC yield to 89%. This finding is consistent with previous results emphasising the
importance of counter-ion pairing in mechanochemistry.'’? This can be explained by the
weaker crystal lattice energy of KBr compared to NaBr (672 vs 736 kJ-mol™?,
respectively),'’® which facilitates the easier release of bromide ions as a template into
the reaction media. Regardless of these efforts, the results remained consistently below
the 90-95% HPLC yields achieved in the shaker mill experiments.

Transitioning between different mechanochemical equipment can be challenging and
often leads to variations in yields, as several instrument-specific parameters (jar volumes
and dimensions, size and weight of milling balls, filling degree) strongly influence the
outcomes.®® The key challenge is comprehending which of these parameters are critical
for reproducibility and identifying pivotal factors for consistent results. For better
understanding and navigation through the selection of important parameters, we
calculated and assessed the total cumulative energy input (Ewtal) and impact energies
(Eimpact) in our experiments (Table 4) using the kinematic model developed by Lungerich
and co-workers.136

Table 4. Energy values calculated with Ball Mill online Calculator.3¢

jar .
instrument  volume, d, Np for w,, tlr:ne, Eimpacty 3 Etotal, kJ
mL mm Hzorrpm min
FTS-1000 15 10 1 30 Hz 60 0.059 64
FTS-1000 15 10 1 30 Hz 5 0.059 5.3
FTS-1000 30 10 1 30 Hz 60 0.059 64
FTS-1000 30 10 1 30 Hz 5 0.059 5.3
ND2L 100 6 80 285 60 0.024 123
ND2L 100 10 30 285 60 0.060 110
ND2L 500 10 70 285 30 0.11 228
ND2L 500 20 16 285 30 0.70 319

Despite the total energy input (Ewta) being consistently higher in planetary mill
experiments (Table 4), it did correlate with the yields in our case. However, the impact
energies appeared to be more informative, as the values from the planetary mill using 6-
MM (Eimpact = 0.024 J) and 10mm (Eimpact = 0.060 J) balls were lower or similar to those in
the shaker mill (Eimpact = 0.059 J for the 15- and 30-mL jars). We hypothesised that the
lower yields obtained in these reactions could be explained by low impact energies. Using
Lungerich group’s Ball Mill Calculator, we found that using 500 mL jars with 10- and 20-
mm milling balls would significantly increase the impact energies to 0.11 and 0.70 J,
respectively.

Implementing these conditions resulted in a clear improvement, increasing the HPLC
yields to 94% while scaling up to 20 g (82 mmol) of D-biotin (Figure 29B). Based on these
results, it was observed that even though this model is simply kinematic and does not
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consider the system’s chemical reactivity and rheology, it can provide important
direction in selecting crucial parameters when transitioning between different milling
devices. As discussed in the literature overview, reactions occurring under aging
conditions depend on Eimpact, and the initial milling is only necessary to promote mixing
and reduce the particle size and amorphisation.’?® However, the reaction does not
require constant ball impacts to be sustained, and the total energy input is not critical.
This also explains why the impact energy, rather than the total energy, was important in
the mechanosynthesis of B[6]U.

Considering the rapid polycondensation observed in the shaker mill and very high
cumulative total energy input in the planetary mill, we predicted that the milling time
could be reduced to 30 min. This proved sufficient, and this modification was
incorporated into the final experimental protocol. The milling time could likely be further
reduced, as the total energy input was shown to be non-critical; however, this was not
investigated in this work. Under optimised conditions — 82 mmol of D-biotin, 0.3 equiv.
48% aq. HBr, 0.5 KBr (w/w), 30 min milling (at 575 rpm for the milling jar and 285 rpm
for the planetary disk) and 24 h of aging at 60 °C — the B[6]U product was isolated as an
off-white powder in 92% yield (19.3 g) with 91% purity, as determined by gNMR analysis
after aqueous work-up, filtration and drying. The work-up procedure was not optimised
and was adapted from the previously reported method.® In the solution-based approach,
after reaction completion, the reaction is quenched with water and filtered. The HCl from
B[6]U is removed by dissolving the B[6]U-HCI complex in aq. NaOH, followed by
precipitation with conc. H,SO,4 and filtration. After washing with water and drying, pure
B[6]U was obtained. In our approach, the pulverised material is washed with distilled
water, filtered and dried. The obtained solid was dissolved with 10% aq. NaOH. This was
followed by acidification with H,SO4; the formed white precipitate was filtered, washed
with water and dried in air.

3.2.4 Stereoselectivity and green chemistry metrics

Theoretically, nine possible regioisomers of B[6]U could form, as the biotin monomer is
asymmetric and the urea’s nitrogen atoms are not equivalent (Figure 31). In solution
state synthesis, it was reported that only one regioisomer is selectively obtained.®°

9 possible regioisomers of B[6]U

orientation @ H H orientation b

Figure 31. Possible regioisomers of B[6]U.

Additional comprehensive HPLC-MS and NMR analysis helped better understand the
product impurities obtained in the developed mechanosynthesis (Figure 32). B[6]U
obtained either from solution or via a mechanochemical approach contained minor
amounts of regioisomeric B[6]Us and oligomers. HPLC-MS analysis, conducted by



Tatsiana Jarg, showed that the ratios of the two regioisomers were 96:4 for the solution-
based synthesis and 97:3 for the mechanochemical approach (Figure 32 left). This
indicates that the mechanochemical method is highly stereoselective, and DCC in the
solid state closely corresponds to the solvent-based approach.

*
™ D=2.2x107"" m?/s

20003 A. Solution-based synthesis *
15004 m/z 1559.5, [M+NaJ* ; 96%
1000
500
04

|
4%“
— — . 1' L —
T T T T
2000 B. Mechanosynthesis
15004 m/z 1559.5, [M+Na]*
1000
500
o4

o D=2.2x10719m?/s
o

Abundance, IC's

97%
i

|
3%!‘.

T T T T
2 4 6 8

Retention time, min

52 51 50 49 48 47 46 45 44
1H (ppm)

Figure 32. Left: HPLC-MS chromatograms showing the regioisomeric ratios of solution-based
synthesis and mechanochemical approach. Right: 'H NMR measured in DMSO-ds at 333K at 800
MHz. Red spectrum (top) shows B[6]U synthesised in solution and turquoise spectrum (bottom)
shows B[6] synthesised via mechanochemistry. The CH, bridge proton signals correspond to the
major and minor B[6]U regioisomers, noted as a star and circle, respectively.

Diffusion-ordered spectroscopy (DOSY) NMR experiments, conducted by Jasper
Adamson, additionally confirmed the presence of two regioisomers. The major and
minor isomers had the same diffusion constant (2.2 x 1071 mm?/s) at different chemical
shifts, where the major product was at 4.843 ppm and the minor isomer at 4.606 ppm
(Figure 32 right). This data is qualitative due to overlapping signals and low
concentrations; however, it coincides well with the HPLC-MS results.

The CHEM21 approach was used to illustrate the advantages of the developed
mechanochemical synthesis of B[6]U through green chemistry metrics (Table 5).1°¢
Firstly, the RME was higher for the mechanochemical reaction due to higher yields and
stochiometric amounts of paraformaldehyde rather than an excess, which was used in
the solution-based approach. PMI values show that the mechanochemical approach
outperforms solution synthesis at the same 1 g scale, mainly due to the absence of
solvent and higher yields. Especially, the reaction PMI showed roughly a 60-fold
reduction (from 123 to 2). Additionally, the mechanochemical protocol reduced the
work-up PMI from 728 to 306, although the original isolation and purification method
remained unchanged. This is because no dilution with water was required to precipitate
the product.®® Moreover, scaling up to 20 g improved the yield due to enhanced overall
efficiency and reduction of material losses in the purification; the work-up PMI was thus
further reduced to 85, as a smaller amount of solvents was used in the work-up stage.
Likewise, due to the reduced PMI, the TCR metric decreased tenfold for the
mechanochemical synthesis compared with the solution-based method. Finally, no
significant heat release or pressure increase was observed in the large-scale reactions,
showing that no major safety or thermal risks were present.
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Table 5. Green chemistry metrics comparison of solution-based method with the developed
mechanochemical procedures.

Solution Shaker mill Planetary mill
(1 g scale) (1 g scale) (20 g scale)
Isolated yield® 45% (0.5 g) N 75% (0.8 g) A 92% (19.3 g) N
RME 29 58 78
PMI total 851 308 87
PMI reaction 123 2 2
PMI work-up 728 306 85
Purity by qgNMR 95% 82% 91%
Regioisomeric ratio 96:4 97:3
TCR 536 55

[e] Yields corrected to purity values: Yielde = Yield - Purity / 100% are 43%, 62% and 84% for
solution-based, shaker mill and planetary mill synthesis, respectively
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4 Conclusions

This doctoral thesis has demonstrated that mechanochemical solid-state synthesis is a
powerful approach to producing complex hemicucurbituril cavitands, overcoming the
limitations of traditional solution-based protocols. By leveraging dynamic covalent
chemistry in a bulk solvent-free environment, this work highlighted the highly efficient
synthesis of chimeric mono-biotinylated hemicucurbit[8]uril (mixHC[8]) and the scalable
mechanosynthesis of biotin[6]uril (B[6]U).

The primary aims of this thesis were to develop mechanochemical methods for
hemicucurbituril derivatives. The key outcomes of this research are as follows:

e From a theoretical library comprising approximately 50,000 possible
intermediates, mechanochemical covalent self-assembly enabled mixHC[8]
product formation beyond the expected statistical distribution. Through
profound systematic optimisation, the developed mechanochemical protocol
afforded mixHC[8] in 38% HPLC yield using an HPFs/KPFs combination as the acid
and template source, with a total reaction time of 4 h. A multistep purification
procedure was established to isolate pure chimeric mixHC[8]. The potential
application of mixHC[8] was demonstrated through its immobilisation on 3-
aminopropyl silica gel, producing a functional material capable of selective
perchlorate removal.

e A contribution was made to the development of a reliable HPLC-UV method,
using an internal standard, to accurately monitor yields in heterogeneous
mechanochemical reaction mixtures.

e B[6]U was synthesised mechanochemically on a decagram scale, affording up to
19.3 g (92% isolated yield) of high-purity (>90%) product. This was enabled by a
systematic evaluation of templating systems, which identified 48% aq. HBr as
the most effective catalyst and template. The process was subsequently scaled
up 82-fold, from a shaker mill to a planetary ball mill. Overall, these
developments reduced the reaction process mass intensity by 60-fold and
mineral acid consumption by nearly 190-fold.

Collectively, these findings demonstrate that the integration of mechanochemical

synthesis with well-defined chemical templation provides an efficient, scalable, and more
sustainable platform synthesising advanced functional macrocycles.
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Abstract

Mechanochemical approach to biotin-containing
hemicucurbiturils

This thesis describes the advancement of mechanochemical solid-state synthesis as an
approach to the selective and scalable production of functional hemicucurbituril
derivatives. Hemicucurbiturils are renowned for their ability to act as “host” molecules
in “host-guest” complexes by interacting with smaller molecules and anions via non-
covalent interactions, such as C—H--anion hydrogen bonds. These properties make
hemicucurbiturils attractive for various applications; for example, they have been
exploited in anion sensors from a mixture of anions and used as a transmembrane
carriers. The literature overview describes synthetic strategies for hemicucurbiturils,
different hemicucurbituril derivatives, their properties and applications. This is followed
by a brief overview of mechanochemistry, including which instruments can be used to
conduct reactions in the solid state. Different parameters affecting solid-state reactions
and the advantages of mechanochemistry are discussed.

The results and discussion section is based on three articles. The first part focuses on
the selective synthesis of chimeric mono-biotinylated hemicucurbit[8]uril (mixHC[8])
from a multi-component mixture of D-biotin, cyclohexaneurea and paraformaldehyde
with an acid catalyst and template. Assembling such a chimeric macrocycle is challenging
due to the complexity of the dynamic covalent library, which theoretically contains
approximately 50,000 potential linear and cyclic intermediates. Through the design of
experiment approach, by varying multiple experimental parameters simultaneously, it
was identified that mixHC[8] formation is sensitive to the acid loading, while the other
major product, cyclohexanohemicucurbit[8]uril (cycHC[8]), depended on the monomer
ratio. Further investigation revealed that suitable templating is the primary driver for
mixHC[8] amplification in the solid state. While perchlorate was an effective template,
the use of hexafluorophosphate provided superior selectivity when used in combination
with the same anion potassium salt, reaching 38% HPLC yield for mixHC[8]. A multistep
purification procedure was developed to isolate mixHC[8] with high purity.

The second article focused on developing a reliable analytical method for monitoring
heterogeneous complex solid-state reaction mixtures. The use of an internal standard
(triphenylmethane), introduced prior to milling, was necessary to produce credible
results.

The final article describes the development of a scalable high-yielding
mechanosynthesis of biotin[6]uril. Conventional solution-based synthesis of B[6]U
delivers moderate yields, is labour-intensive and produces a lot of waste. The
investigation of the solid-state synthesis of B[6]U began by establishing the best template
and aging duration for the synthesis. It was observed that when using only 0.3 eq. of 48%
HBr as a catalyst and template, B[6]U was obtained in 96% yield after 60 min of milling
and aging at 60 °C for 24 hours. The procedure was successfully scaled up 82-fold by
transferring from a shaker mill to a larger planetary ball mill. Potassium bromide was
introduced as a solid grinding auxiliary to manage the rheological transition from a free-
flowing solid reaction mixture to a highly adhesive paste. The milling parameters were
adjusted to enhance the impact energy of the reaction using Lungerich’s kinematic model
as a guide, resulting in the production of 19.3 g of B[6] (92% isolated yield). This
achievement marks the first mechanochemical preparation of a macrocycle in decagram
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quantities. The developed mechanochemical procedure decreased the reaction time
twofold, the reaction process mass intensity 60-fold, and the consumption of mineral
acid 190-fold.

This research demonstrates that the synergy of mechanical energy and precise control
of chemical parameters enables the synthesis of complex biotinylated macrocycles,
providing a sustainable route to the selective synthesis of macrocyclic host molecules.
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Lihikokkuvote

Biotiini sisaldavate hemikukurbituriilide mehhanokeemiline
sliintees

Kdesolev doktoritoé kirjeldab mehhanokeemilise tahkefaasi slnteesi arendamist
funktsionaalsete hemikukurbituriili derivaatide selektiivseks ja skaleeritavaks
valmistamiseks. Hemikukurbituriilid on tuntud oma véime poolest toimida , vodrustaja“
molekulidena ,vO0rustaja-kiilaline” kompleksides, interakteerudes vaiksemate
molekulide ja anioonidega mittekovalentsete interaktsioonide kaudu, naiteks C—
H:--anioon vesiniksidemete abil. Need omadused muudavad hemikukurbituriilid
atraktiivseks erinevates rakendustes, naiteks on neid kasutatud sensoritena anioonide
segude analllsimiseks ning transmembraansete kandjatena. Kirjanduse (ilevaates
kasitletakse hemikukurbituriilide stinteesi lahenemisviise ja erinevate hemikukurbituriili
derivaatide omadusi ja rakendusi. Sellele jargneb lihike llevaade mehhanokeemiast
ning instrumentidest, mida kasutatakse tahkefaasi reaktsioonide labiviimiseks. Samuti
arutletakse tahkefaasi reaktsioone mdjutavate parameetrite ja mehhanokeemia eeliste
ule.

Tulemuste ja arutelu osa pohineb kolmel artiklil. Esimene osa keskendub mono-
biotinlleeritud hemikukurbit[8]uriili (mixHC[8]) selektiivsele siinteesile D-biotiini,
tsiikloheksaanuurea ja paraformaldehiidi multikomponentsest segust happe
katallisaatori ja malli juuresolekul. Sellise kiraalse makrotsikli siinteesimine on keeruline
suure dinaamilise kovalentse raamatukogu moodustumise tdttu, kuna see sisaldab
teoreetiliselt ligikaudu 50 000 vdimalikku lineaarset ja tsiklilist vahethendit. Kasutades
eksperimentide planeerimise (DoE) |dhenemist ning varieerides samaaegselt mitmeid
eksperimentaalseid parameetreid, leiti, et mixHC[8] moodustumine on tundlik happe
koguse suhtes, samas kui teine peamine produkt, tsikloheksanohemikukurbit[8]uriil
(cycHCI8]), s6ltus monomeeride suhtest. Edasised katsed naitasid, et sobiv mall on
peamine tegur, mis mdjutab mixHC[8] amplifikatsiooni tahkes olekus. Kuigi perkloraat
osutus efektiivseks malliks, andis heksafluorofosfaadi kasutamine kombinatsioonis sama
aniooni kaaliumisoolaga parema selektiivsuse, saades mixHC[8] 38% HPLC saagisega.
Puhta ja korge puhtusastmega mixHC[8] eraldamiseks tootati vdlja mitme-etapiline
isoleerimise protseduur.

Teine artikkel keskendus usaldusvadrse anallitilise meetodi arendamisele
heterogeensete ja keerukate tahkefaasi reaktsioonisegude jalgimiseks. Kinnitati, et
usaldusvaarsete tulemuste saamiseks oli vajalik sisestandardi (trifentitilmetaan) lisamine
enne jahvatamist.

Viimane artikkel kirjeldab biotiin[6]uriili (B[6]U) skaleeritava ja korge saagisega
mehhanosiinteesi arendamist. B[6]U tavapdrane lahuses ladbiviidav slintees annab
moodukaid saagiseid, on téémahukas ning tekitab suures koguses jadtmeid. B[6]U
tahkefaasi slinteesi uurimine algas sobivaima malli ja laagerdumise aja maaramisest.
Leiti, et ainult 0,3 ekvivalendi 48% HBr-i kasutamine katallsaatori ja mallina voimaldas
saada parast 60 minutit jahvatamist ja 24 tundi laagerdamist 60 °C juures B[6]U 96% HPLC
saagisega. Mehhanokeemiline siintees skaleeriti edukalt lles 82 korda, viies reaktsioon
vibratsioonilisest kuulveskist suuremasse planetaarkuulveskisse. Reaktsioonisegu
reoloogilise muutuse kontrollimiseks vabalt voolavast tahkest reaktsioonisegust tugevalt
adhesiivseks pastaks lisati tahket kaaliumbromiidi. Tuginedes Lungerichi kineetilisele
mudelile, kohandati jahvatusparameetreid, et suurendada reaktsiooni |66gienergiat,
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mille tulemusena saadi 19,3 g B[6]U-d (92% isoleeritud saagis). See on esimene ndide
makrotsiikli mehhanokeemilisest siinteesist dekagramm skaalas. Valjatdotatud
mehhanokeemiline protseduur vahendas reaktsiooniaega kaks korda, protsessi
massiintensiivsust 60 korda ja mineraalhappe kasutust 190 korda.

Kaesolev uurimistdo naditab, et mehhaanilise energia ja keemiliste parameetrite tapse
kontrolli siinergia vGimaldab keerukate biotiniileeritud makrotstiklite siinteesi, pakkudes
jatkusuutlikku Iahenemist makrotsikliliste v&0rustaja molekulide selektiivseks
valmistamiseks.
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